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LG-25M

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

«
o
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Features & Advantages Technique Parameter
- Variable frequency drive motors,microcomputer control Max Speed 25000 r/min
- LCD & Digital display Max RCF 64800 Xg
- Automatic rotor recognition to prevent from overspeed. Max Capacity 4x1000mI(8000rpm)
- Auto-lock rotor, placed and taken conveniently Speed Accuracy +10r/min
- 40 levels of acceleration and deceleration, Temp Accuracy +1°C
and it can store 12 users programs. s "
] ) ) Temp Accuracy -20°C~40°C
- Automatic fault diagnosis S ——
i min~~ min/incnin
- Imported compressor, CFC-free refrigerants, double circuit control Tistick Rasnge .
for refrigeration and heating. Noise <65dB (A)

- Adopts Import famous variable frequency controller,
which can control speed accurately and have a long service life.

- The operating parameters can be modified during operation.

- All- steel body, three-layer steel for safety

Rotor Technical Data

Power Supply
Dimension
Weight

Power

AC 220V 50HZ 32A
850x730x930 ( LXWxH) mm
280 kg

5KW

NO.1 NO. 2

24x1.5/2.2ml
Fixed-angle Rotor
Max Speed : 25000rpm
Max RCF :  64800Xg
Tube size: @ 11x42mm

16x10ml

Fixed-angle Rotor
Max Speed : 23000rpm
Max RCF: 56880Xg
Tube size: P 16x86mm

(o)

-

NO.3

8x50ml
Fixed-angle Rotor
Max Speed : 21000rpm
Max RCF :  52360Xg
Bottle size :

©29x111mm

NO.5

6x500ml
Fixed-angle Rotor
Max Speed : 10000rpm

Max RCF :  18590Xg
Bottle size : ®74x170mm

NO. 6

4x1000ml
Fixed-angle Rotor
Max Speed : 8000rpm

Max RCF :  12040Xg
Bottle size : @97x166mm

NO.7

12x50ml
Fixed-angle Rotor
Max Speed : 14000rpm

Max RCF :  30070Xg
Bottle size : ©29x119mm

NO. 8

4x750ml
Swing-out Rotor
Max Speed : 5000rpm

Max RCF: 5600Xg
Bottle size :

®100x141mm

NO. 4

6x300ml

Fixed-angle Rotor

Max Speed : 12000rpm
Max RCF: 24110Xg
Bottle size : ®61x136mm

NO.9

6x50ml

Swing-out Rotor
Max Speed : 10000rpm

Max RCF : 15680Xg
Bottle size : ©28x111mm
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LG-22M

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

<
-
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Features & Advantages Technique Parameter @
- Variable frequency drive motor, microcomputer control Max Speed 22000 r/min
- LCD & Digital display Max RCF 50685 xg
. Automati.c rotor recogvgnitiovn to prevetTt from overspeed. M Clgcliy 6x500mi(10000rpM)
- Automatic rotor lockingwithout locking nuts, bolts, wrenches,
etc. It is safe, convenient and fast to take and place directly. Speed Accuracy +10r/min
- 40 levels of acceleration and deceleration, Temp Accuracy +1°C
and it can store 12 users programs. o o
- Automatic fault diagnosis Tempuioouraey 2aC~ad
- Imported compressor, CFC-free refrigerants, double circuit control Timer Range 1min~99H59 min/inching
for refrigeration and heating. i <65dB (A)
+ RCF can be set up directly.
- Adopts Import famous variable frequency controller, Power Supply ALE 220N SOHZZ24
which can control speed accurately and have a long service life. Dimension 850x730x930 ( LXWxH) mm
- The operating parameters can be modified during operation. Weight 260 kg
- All-steel body ,three-layer steel for safety i 5KW

Rotor Technical Data

NO. 1 NO.2 NO.3

NO. 4

NO.5

16x10ml 24x1.5/2.2ml 6x50ml 8x50ml 6x100ml

Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Swing-out Rotor Swing-out Rotor

Max Speed : 22000rpm Max Speed : 21000rpm Max Speed : 20000rpm Max Speed : 18000rpm Max Speed : 16000rpm
Max RCF: 50685xg Max RCF: 43960xg Max RCF: 44800xg Max RCF: 38460xg Max RCF: 30910xg
Tube size : @ 16x86mm Tube size : @ 11x24mm Tube size :  ©29x111mm Tube size :  ®29x111mm Tube size :  ®37x123mm

o

NO. 6 NO.7 NO. 8 NO.9 NO. 9

8x100ml 4x300ml 6x300ml 6x500ml 2x3x96 holes
Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor
Max Speed : 12000rpm Max Speed : 14000rpm Max Speed : 12000rpm

Swing-out
Microplate Rotor
Max Speed : 4000rpm

Fixed-angle Rotor
Max Speed : 10000rpm

Max RCF :  19830xg Max RCF :  28150xg Max RCF :  24110xg Max RCF: 18590xg Max RCF :  1970xg
Tube size :  ®37x123mm Bottle size : @©61x136mm Bottle size : @61x136mm Bottle size : @ 74x170mm Max size :  128x87x60mm
NO. 11 NO. 12 NO. 13

4x50ml
Swing-out Rotor

4x30ml
Swing-out Rotor
Max Speed : 10000rpm Max Speed : 13000rpm Max Speed : 12000rpm

Max RCF: 16200xg Max RCF : 23800xg Max RCF :  11900xg
Bottle size :  ®29x111mm Bottle size : ©25.5x90mm Bottle size : @ 14x54mm

4x4x5ml
Swing-out Rotor
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LG-21M

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

«
-
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Features & Advantages Technique Parameter @&
- Variable frequency drive motor,microcomputer control Max Speed 21000 r/min
- LCD & Digital display Max RCF 47400 xg
. Automatilc rotor recognitioln to prevel?t from overspeed. Mag Capadity 6x500mi(10000rpm)
- Automatic rotor locking,without locking nuts, bolts, wrenches,

etc. It is safe, convenient and fast to take and place directly. Speed Accuracy +10r/min
- 40 levels of acceleration and deceleration, Temp Accuracy +1°C

and it can store 12 users programs. Tesin Aviitisy 20°C~40°C
- Automatic fault diagnosis {min~88H5S minfinchi

. L. i min~ min/inchin

- Imported compressor, CFC-free refrigerants, double circuit control Timmer Range g

for refrigeration and heating, precise in temperature control Noise <65dB (A)

- Programs of RCF can be set up directly.

Power Supply

AC 220V 50HZ 32A

- Adopts Import famous variable frequency controller, Dimension 850x730x930 ( LxWxH) mm
which can control speed accurately and have a long service life. ) -_—
- The operating parameters can be modified during operation. Wzl 9
Power 5KW

- All- steel body, three-layer steel for safety

Rotor Technical Data

NO. 1 NO.2 NO.3

NO. 4

NO.5

16x10ml 24x1.5/2.2ml 6x50ml 8x50ml 6x100ml

Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Swing-out Rotor Swing-out Rotor

Max Speed : 21000rpm Max Speed : 21000rpm Max Speed : 20000rpm Max Speed : 18000rpm Max Speed : 16000rpm
Max RCF :  47400xg Max RCF :  43960xg Max RCF : 44800xg Max RCF : 38460xg Max RCF: 30910xg
Tube size: @ 16x86mm Tube size: @ 11x42mm Tube size:  @29x111mm Tube size: @29x111mm Tube size:  ®37x123mm

2

NO. 6 NO.7 NO. 8 NO.9 NO.9
8x100ml 4x300ml 6x300ml 6x500ml 2)(?:)(96 holes
Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Swing-out

Microplate Rotor
Max Speed : 12000rpm Max Speed : 14000rpm Max Speed : 12000rpm Max Speed : 10000rpm Max Speed : 4000rpm

Max RCF : 19830xg Max RCF: 28150xg Max RCF: 24110xg Max RCF: 18590xg Max RCF - 1970xg
Tube size :  ©®37x123mm Bottle size: ®61x136mm Bottle size : ®61x136mm Bottle size : @ 74x170mm Max size :  128x87x60mm
NO. 11 NO. 12 NO. 13

4x50ml
Swing-out Rotor

4x30ml
Swing-out Rotor
Max Speed : 10000rpm Max Speed : 13000rpm Max Speed : 12000rpm

Max RCF: 16200xg Max RCF: 23800xg Max RCF: 11900xg
Bottle size : ®29x111mm Bottle size :  $25.5x90mm Bottle size : @ 14x54mm

4x4x5ml
Swing-out Rotor




0 W~
Sichuan Shuke Instrument Co.,Ltd (m @
ey

LG-16M

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

«
o
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Features & Advantages Technique Parameter
- Variable frequency drive motor, microcomputer control Max Speed 16000 r/min
- LCD & Digital display Max RCF 27520 xg
- Automatic rotor recognition to prevent from overspeed. Max Capacity 6x500mI(8000rpm)
- Automatic rotor locking,without locking nuts, bolts, wrenches, )
etc. It is safe, convenient and fast to take and place directly. Speed Accuracy £10r/min
- 40 levels of acceleration and deceleration, Temp Accuracy +1°C
and it can store 12 users programs. Temp Accuracy -20°C~40°C
- Automatic fault di i . e
TRRALE SRR ) o Timer Range 1min~99H59 min/inching
- Imported compressor, CFC-free refrigerants, double circuit control
for refrigeration and heating, precise in temperature control Noise <65dB (A)

- Programs of RCF can be set up directly.

- Adopts Import famous variable frequency controller,
which can control speed accurately and have a long service life.

- The operating parameters can be modified during operation.
- All- steel body, three-layer steel for safety

Rotor Technical Data

Power Supply
Dimension
Weight

Power

AC 220V 50HZ 32A
850x730x930 ( LXWxH) mm
260 kg

4.5 KW

NO. 1

6x50ml

Fixed-angle Rotor
Max Speed : 16000rpm
Max RCF :  27520xg
Tube size:  ®29x111mm

&2

NO. 5

8x50ml

Fixed-angle Rotor
Max Speed : 14000rpm
Max RCF :  23270xg
Tube size :  ®29x111mm

For NO.8 Swing-out Rotor 4x750ml, other various capacities are available by use adaptors, such as 12x100ml,

NO.2

24x1.5/2.2ml
Fixed-angle Rotor
Max Speed : 16000rpm
Max RCF: 25520xg
Tube size : @ 11x42mm

NO. 6

6x300ml

Fixed-angle Rotor
Max Speed : 10000rpm
Max RCF: 16750xg
Bottle size :  ©61x136mm

20x50ml,48x15ml, 96x2-7ml vacuum blood collection tube.

NO.3

16x10ml

Fixed-angle Rotor
Max Speed : 16000rpm
Max RCF: 27500xg
Tube size : D 16x86mm

NO.7

6x500ml

Fixed-angle Rotor
Max Speed : 8000rpm
Max RCF: 11860xg
Bottle size : @ 74x170mm

G

NO. 4

6x100m|
Fixed-angle Rotor
Max Speed : 14000rpm

Max RCF :  23600xg
Tube size : @37x123mm

NO. 8

4x750ml

Swing-out Rotor

Max Speed : 4000rpm

Max RCF :  3500xg

Bottle size : ~ ®100x141mm
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LG-10M

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

Features & Advantages

Technique Parameter

- Variable frequency drive motor,microcomputer control Max Speed 10000 r/min
+ LCD & Digital display Max RCF 18590 xg
- Automatic rotor recognition to prevent from overspeed. Max Capacity 6x1000mI(7000rpm)
- Automatic rotor lockingwithout locking nuts, bolts, wrenches, )
etc. It is safe, convenient and fast to take and place directly. Speed Accuracy +10r/min
+ 40 levels of acceleration and deceleration, Temp Accuracy +1°C
and it can store 12 users programs. Temp Accuracy 20°C~40°C

- Automatic fault diagnosis

- Imported compressor, CFC-free refrigerants, double circuit control
for refrigeration and heating, precise in temperature control

- Programs of RCF can be set up directly.

Timer Range
Noise

Power Supply

1min~99H59 min/inching

<65dB

A)

AC 220V 50HZ 32A

+ Adopts Import famous variable frequency controller, Dimension 850x730x930 ( LxWxH) mm
which can control speed accurately and have a long service life.
i o . i Weight 260 kg
- The operating parameters can be modified during operation.
- All- steel body, three-layer steel for safety Power 5.5KW

Rotor Technical Data

NO.1 NO.2
6x500ml 6x1000ml

NO. 3

6x300ml

Fixed-angle Rotor Fixed-angle Rotor
Max Speed : 10000rpm Max Speed : 7000rpm
Max RCF: 18590xg Max RCF:  11630xg
Tube size :  @74x170mm Tube size: DIY7x166mm

Fixed-angle Rotor
Max Speed : 10000rpm
Max RCF: 16750xg
Tube size:  ®B1x136mm
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LG-22

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

Features & Advantages

Technique Parameter

- Touch screen, setting parameters by inputing number directly.

- Intelligent status prompt to display machine status in real time.
- Three axis gyroscope to monitor the balance of whole operation.

« Can store 1000 programs and 1000 usage records.

- 40 levels of acceleration and deceleration. Speed downs curvely
slowly from 500rpm to Orpm to prevent samples from shake.

- Speed,RCF and temperature curves display together,which can
be used to monitor the change of each parameter.

* PID to control temperature dynamically.

- Password lock function: can set password to the machine and
program parameters.

-PRID rotor identification technology can indentify rotor information

Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy
Timer Range
Noise

Power Supply

22000 r/min

34700 xg
4x750ml(4000rpm)
+10r/min

+1°C

-20°C~40°C
1Min~99H59 min/inching
<60dB (A)

AC 220V 50HZ 15A

) . . Dimension 680x620x840(LxWxH) mm
without operating the centrifuge.
+ Various protections,such as lid,over speed,over heat etc. Weight 160 kg
- Speed and RCF convert automatically and display together. Bower 18 KW
Rotor Technical Data
Y
i ]
NO. 1 NO.2 NO.3 NO. 4 1N 5L
6x50ml
12x1.5/2.2ml 12x5m 24x1.5/2.2ml 12x10ml Fised-arigle Roto

Fixed-angle Rotor
Max Speed : 17000rpm

Fixed-angle Rotor
Max Speed : 22000rpm

&0 (E)

Fixed-angle Rotor
Max Speed : 16500rpm

Max RCF :  34700xg Max RCF: 22330xg Max RCF: 27140xg
Tube size:  @© 11x42mm Tube size: @ 14x54mm Tube size: @ 11x42mm

Swing-out Rotor

Max Speed : 15000rpm
Max RCF :
Tube size :

round bottom
Max Speed : 13000rpm
Max RCF: 18740xg

d16x86mm Tube size:  ©29x111mm

NO. 52 NO. 6-3
6x50ml NO. 6-1 NO. 6-2 12x15mi NO. 7
Fixed-angle Rotor 4x100ml 8x50ml Fixed-angle Rotor 2x3x96 holes

Swing-out
ELISA Plate Rotor
Max Speed : 4000rpm

conical bottom
Max Speed : 11000rpm

Fixed-angle Rotor
Max Speed : 11000rpm

conical bottom
Max Speed : 13000rpm

Fixed-angle Rotor
Max Speed : 11000rpm

Max RCF:  18740xg Max RCF: 12870xg Max RCF: 12870xg Max RCF: 12870xg Max RCF : 1970xg
Tube size :  ®29x116mm Tube size: @37x123mm Tube size:  D29x111mm Tube size : D 17x121mm Ma: S :‘ 128x87x60mm
NO. 8 NO.9 NO. 10
- 4x250ml . 4x500ml 4x750ml
Swing-out Rotor [ 2 % Swing-out Rotor Swing-out Rotor
Max Speed : 4500rpm g .~ Max Speed : 4200rpm Max Speed : 4000rpm
Max RCF: 3720xg Max RCF :  3550xg Max RCF :  3500xg

Tube size:  DB3x121Tmm Tube size :  ®8OX137mm Tube size :  ®100x141mm

4x250ml, 4x500m1 and 4x750ml swing out rotors can match different adaptor,
please refer the LD-5M adaptor of 4x250ml, 4x500m1 and 4x750ml.
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LG-18

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

Features & Advantages

Technique Parameter

- Touch screen, setting parameters by inputing number directly.

- Intelligent status prompt to display machine status in real time.

- Three axis gyroscope to monitor the balance of whole operation.

- Can store 1000 programs and 1000 usage records.

+ 40 levels of acceleration and deceleration. Speed downs curvely
slowly from 500rpm to Orpm to prevent samples from shake.

« Speed,RCF and temperature curves display together,which can
be used to monitor the change of each parameter.

* PID to control temperature dynamically.

- Password lock function: can set password to the machine and
program parameters.

-PRID rotor identification technology can indentify rotor information
without operating the centrifuge.
- Various protections,such as lid,over speed,over heat etc.

- Speed and RCF convert automatically and display together.

Rotor Technical Data

Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy
Timer Range
Noise

Power Supply
Dimension
Weight

Power

18000 r/min

22500 xg
4x250mI(4500rpm)
+10r/min

+1°C

-20°C~40°C
1min~99H59 min/inching
<60dB(A)

AC 220V 50HZ 15A
680x620x840(LxWxH) mm
160 kg

1.8 KW

Y

NO. 1

12x1.5/2.2ml
Fixed-angle Rotor
Max Speed : 18000rpm

Max RCF:  22500xg
Tube size : @ 11x42mm

NO. 5-2

6x50ml
Fixed-angle Rotor
conical bottom

Max Speed : 12000rpm

Max RCF: 15970xg
Tube size:  ®29x116mm

i

NO.2

12x5ml
Fixed-angle Rotor
Max Speed : 16000rpm

Max RCF: 20790xg
Tube size : @ 14x54mm

£r

NO. 6-1

4x100ml
Fixed-angle Rotor
Max Speed : 10000rpm

Max RCF: 10640xg
Tube size:  ©37x123mm

@*

NO.3

24x1.5/2.2ml
Fixed-angle Rotor
Max Speed : 15000rpm

Max RCF: 21630xg
Tube size : @ 11x42mm

NO. 6-2

8x50ml
Fixed-angle Rotor
Max Speed : 10000rpm
Max RCF: 10640xg

Tube size:  ®29x111mm

NO. 4

12x10ml
Swing-out Rotor
Max Speed : 14000rpm

Max RCF: 18110xg
Tube size : D 16x86mm

NO. 6-3
12x15ml
Fixed-angle Rotor

Max Speed : 10000rpm
Max RCF: 10640xg
Tube size: D 17x121mm

NO. 5-1

6x50ml

Fixed-angle Rotor
round bottom

Max Speed : 12000rpm
Max RCF: 15970xg
Tube size :  ®29x111mm

NO. 7

6x10ml

Fixed-angle Rotor
Max Speed : 16000rpm

Max RCF: 19070xg
Tube size: @ 16x86mm

NO.8 NO.9
8x15ml 2x3x96
Fixed-angle Rotor Swing-out

Max Speed : 12500rpm
Max RCF: 15580xg
Tube size: @ 17x121mm

Max RCF
Max size :

holes

Microplate Rotor
Max Speed : 4000rpm

1970xg
128x87x60mm

NO. 10

4x250ml

PIs refer to adaptor of
4x250ml of LD-5M
Max Speed : 4500rpm
Max RCF : 3720xg
Tube size : 63x121mm
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LD-6M

Floor Standing Low Speed Large
Capacity Refrigerated Centrifuge

<
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Features & Advantages Technique Parameter
- Variable frequency drive motor,microcomputer control Max Speed 6000 r/min
- LCD & Digital display Max RCF 6880 xg
- It has many kinds of protection, such as overspeed, Max Capacity 6x1000mI(4500rpm)
overtemperature,unbalance, and self-diagnosis protection Speed Accuracy +10r/min
-40 le_vels of acceleration and deceleration, Temp Accuracy +1°C
and it can store 12 users programs.
) o Temp Accuracy -20°C~40°C
- Imported compressor, CFC-free refrigerants, double circuit control ] ) o
for refrigeration and heating, precise in temperature control Timer Range min~~99H59 min/inching
- Electronic lid lock & controlled by independent motor Noise <65dB (A)
- Adopts imported famous variable frequency controller, Power Supply AC 220V 50HZ 30A
control speed accurately and be durable. Dimension 850x730x930(LxWxH) mm
- RCF can be set up directly. Weight 260 kg
- All- steel body, three-layer steel for safety. Power 5 KW
Rotor Technical Data
NO. 1 NO.2 NO.3
6x500ml 6x1000ml 210x2-7ml
Fixed-angle Rotor Swing-out Rotor Swing-out Rotor
Max Speed :  6000r/min Max Speed :  4500r/min Vacuum blood collection tube
Max RCF: 6880xg Max RCF: 5880xg Max Speed : 4200 r/min
Tube size:  D74x170mm Tube size:  ©100x175mm Max RCF: 5180xg

Tube size : D 13x75~100mm
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LD-8M

Floor Standing High Speed Large
Capacity Refrigerated Centrifuge

Features & Advantages

Technique Parameter

- Easy operation with touch-sensitive LCD

- The parameter setting can be directly digitally inputted
and accurately put in single digit.

- Intelligent status prompt can display instrument status in real time.

- Large storage space can store up to 1000 program
groups,1000 usage records.

- With time display function, including year, month, day, hour,
minute and second, which is convenient to trace the usage record.

- Two timing methods are available:Hour/Minutes or Minutes/Seconds.
- Two timing models are optional: count or countdown

« 40 levels of acceleration and deceleration
and can set the model of free stop.

- The speed, RCF and temp.curves are displayed on the
same screen, and the change relationship can be seen clearly.

- Password lock function:Users can set a password to lock
machine and parameter to prevent others from changing.

- Speed and RCF can be automatically converted
and displayed in one screen.

- 22 kinds of protection functions such as over-speed, over-pressure,
over-heat and so on.Prompt function with voice and text simultaneously

- With electronic manual which can never lost and easy to use.
» Variable frequency drive motor which in great torque, free maintenance,

- The flexible axle driven system which drive
the rotor directly, smoothly in operation

- 3 levels vibration system which results in the best centrifugal effect.

- Imported compressor, CFC-free refrigerants, double circuit control
for refrigeration and heating, precise in temperature control.

Rotor Technical Data

Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy
Timer Range
Noise

Power Supply
Dimension
Weight

Power

8000r/min

11880 xg

6x2400ml or
18x400ml blood bag

+20r/min

#4°C

-20°C~40°C
1Tmin~9H59 min/inching
<65dB(A)

AC 380V 50HZ 35A

960%880x%950 (LxWxH) mm

560 Kg

7.5 KW

NO.2 NO.3

NO. 4

NO. 5

NO. 1

6x2400ml
Swing-out Rotor
Max Speed : 4200r/min
Max RCF : 6180xg

6x1000ml
Fixed-angle Rotor
Max Speed : 7000r/min
Max RCF . 11630xg

Bottle size : D 97x166mm

6x500ml
Fixed-angle Rotor
Max Speed : 8000r/min
Max RCF : 11880xg

Bottle size : @ 74x170mm

384 holes vacuum
blood collection tube
Fixed-angle Rotor

Max Speed : 4000r/min
Max RCF : 4710xg

Bottle size : @ 13x75-100mm

6x2400ml

Blood Bag Rotor
Max Speed : 4200r/min
Max RCF : 6180xg
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I D I 5 M A ; 4x500m| Swing-out Rotor 4x750ml
Round Max Speed : 4000rpm Swing-out Max Speed : 4000rpm
Fl t . L hang cup Max RCF:  3400xg Rotor Max RCF : 3500xg
oor anaing L.ow >Spee Tube size . ©B0XT37mm Tubesine:  AOGK4Imm
Refrigerated Centrifuge
<
=9 i 12x50ml 12x100ml
- i Max Speed : 4000rpm Max Speed : 4000rpm
& Max RCF:  3400xg Max RCF:  3500xg
. Tube size:  ©29x116mm Tubesize: @38x114mm
Features & Advantages Technique Parameter
36x15ml 20xS0mi
« Variable frequency drive motor, microcomputer control i Bl Ly Max Speed : 4000rpm Max Speed : 4000rpm
: Cl _Y s p Max Speed 5000 r/min At ol coumln L1 NG o g
« LCD & Digital display. Max RCF 5200xg Tube size:  ®17x121mm Tubesize: ®29x116mm
« Stainless steel centrifugal chamber, electronic lid lock. . Adaptor
Imbalance protection ’ ’ Max Capacity 4x800mI(4000rpm) 76x2-7Tml 56x15ml
) i . Vacuum blood collection tube .
- 40 levels of acceleration and deceleration, Speed Accuracy +10r/min ] Max Speed : 4000rpm
? Max Speed : 4000rpm MaxRCF: 3500xg
and it can store 12 users programs MaxRCF: 3400xg e: @721
: T Temp Accuracy +1°C i By Tube size : ¥121mm
- Imported compressor,CFC-free refrigerants, double circuit control
for refrigeration and heating, precise in temperature control Temp Range -20°C~40°C P 96x2.7ml
x50m
“ i i . o " Vacuum blood collection tube
RCF can be set up directly Timer Range 1min~99H59min/inching Max Speed : ;gggrpm Max Speed : 4000rpm
+ Adopts Import famous variable frequency controller, . Max BCES %9 "
’ Tubesize: ®29.5x116m MaxRCF:  3500xg
control speed accurately and be durable Noise <60dB(A) Hhe size B Tube size :  ©13x75~100mm
« Time,Speed ,RCF, temperature,etc can be modified during operation. Power Suppl; AC 220V 50HZ 15A
P P BoR e NO.5 40x15ml 6x250ml
« All- steel body, three-layer steel for safety. Dimension 650x550x840(LxWxH)mm Max Speed : 4000rpm Swing-out Max Speed : 4000rpm
i 2 i g 2 Max RCF: 3400xg Rotor MaxRCF: 3580xg
+ Varieties of rotors can be used, such as radio-immunity Weight 150 kg Tube size: & 17x121mm Tube size :  @63x111mm
rotor or microplate,etc
- The centrifuge adopts three-axis gyroscope to monitor Power 1.8 KW 80x10ml 2
the whole dynamic balance Swing Vacuum blood collection tube SDx‘ls STdm a0
bucket rotor ; NO.7 Max Speed : rpm
x‘“ ;‘?g‘ ggggmm Max RCF: 3580xg
i Tubesise S 1EmB0mM Tubesize: @ 17xi21mm
Rotor Technical Data ' —
112x2-7ml 60x2-7ml )
Vacuum blood collection tube ‘Vacuum blood collection tube
Max Speed : 4000rpm Max Speed : 4000rpm
4x100mI| Swing-out Rotor J 48x2-Tml Swing-out Rotor Max RCF:  3400xg Max RCF: 3580xg
Max Speed : 5000rpm Vacuum blood collection tube Tube size:  ®13x75~100mm Tube size: @ 13x75~100mm
Vi ROT: 46503 Max Speed : g?gg;z'“
s Max RCF : 4x800ml
Tubesize: @3B T14mm Tube size: @ 13x75~100mm 100x1.5ml Max Speed : 4000rpm
NO.1 NO.2 Max Speed : 4000rpm i
4x50ml Swing-out Rotor 64x2-7ml Swing-out Rotor Max RCF: 3400xg ;\:l;a:; gc:—‘ : g
Max Speed : 5000rpm Vacuum blood collection tube Tube size: @ 11xd2mm X Aﬂﬂp“;’ -
N iee: 465010 Max Speed : 4000rpm Swing-out Aubesiies QARG
Tube size:  ®30x116mm Max RCF:  3100xg ving o
Tebermer:  HSK{G-A00mm 148x5ml RIA tube 56x15ml
. Max Speed : 4000rpm Max Speed : 4000rpm
32x15ml Swing-out Rotor 4x250mISwing-out Rotor MaxRCF: 3400xg Max RCF:  3580xg
ﬁax ;.:;d § ;gggrpm Max Speed : 5000rpm Tube size : @ 13x75~100mm Tube size: @ 17x121mm
ax : *g Max RCF: 5200xg
Tube size: @ 17x121mm Tube size - ®63x111mm Hang cup NO.8 —
No.3 m 8x50ml Adaptor | Tube size : ©29,5x116mm 96x2-7ml x2-7m :
8x50ml Swing-out Rotor 4x100miAdaptor | Tube size :  38x114mm Sy Vacuum blood collection tube Vacuum blood collection tube
Max Speed : 4000rpm 36x10mIAdaptor | Tube size : ®16.5x86~110mm Max Speed : 4000rpm Max Spoed : 4000rpm
NO.2 Max RCF: 2980 x 40x7ml - Max RCF:  3400xg Max RCF :  3580xg
Tubesive - @30xT6mm Vacuum blood tube | Tube size : @13x100mm Tubesize:  ©13x75~100mm Tubesize: @13x75~100mm
) 20x15mlAdaptor |Tube size : @ 17x121mm Adaptor
5 2x3x96 holes . 4x2x96 holes 16x100ml
]?{:Iggcr:d' S:vtl’;lngr ::t Rator Swing-out Microplate Rotor fd‘;;‘:")g[;;'a':: Max Speed : 4000rpm Max Speed : 4000rpm
: NO. 4 Max Speed : 4000rpm Max RCF: 3400xg Max RCF: 3580xg
Ma Ry 20n, MaxRCF:  1970xg Rotor Max size:  128x87x60mm Tubesize:  ®38x114mm
Tibesze:  [malxiiimn Max size:  128xB7x60mm
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DD-4000

Floor Standing Low Speed
Large Capacity Centrifuge

«
-
A
@
Features & Advantages Technique Parameter
- Brushless variable frequency drive motor Max Speed 4000 r/min
- LCD & Digital display. Max RCF 3580 xg
- Electronic lid lock, imbalance protection. Miag Cnpasiy 4x1000mI(3600rpm)
- 40 levels of acceleration and deceleration,
and it can store 12 users programs. Speed Accuracy +10r/min
- Automatic fault diagnosis. Timer Range 1min~99H59 min/inching
« RCF can be set up directly. .
Noise <60dB(A)
- Adopts Import famous variable frequency controller,
accurate speed control and durable. Power Supply AC 220V 50HZ 15A
- The operating parameters can be modified during operation Dimension 600x700x900( LxWxH)mm
- All- steel body, three-layer steel for safety. Weight 160 kg
- The centrifuge adopts three-axis gyroscope
to monitor the whole dynamic balance. Power 11 KW

Rotor Technical Data

NO. 1 NO.2

4x1000ml 6x500ml

Swing-out Rotor Swing-out Rotor

Max Speed : 3600rpm Max Speed : 3600rpm
Max RCF: 3280xg Max RCF: 3030xg

Tube size: @ 100x175mm Tube size :  D80x137mm

NO.3 NO. 4

4x500ml 6x250ml

Swing-out Rotor Swing-out Rotor

Max Speed : 4000rpm Max Speed : 4000rpm
Max RCF: 3400xg Max RCF :  3580xg

Tube size : P 80x137Tmm Tube size :  ®63x111mm

Other various capacities are available by use adaptors , such as 12x50ml, 36x15ml,76x2-7ml vacuum blood collection tube,

30x15ml,60x2-7ml vacuum blood collection tube.etc.
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148x5ml RIA tube

Max Speed : 4000rpm

Max RCF:  3400xg

Tube size:  ®13x75~100mm

DD '5 00 0 4x500m| Swing-out Rotor

Round Max Speed : 4000rpm

Floor Standing Low Speed hang cup NacRCE: 38005 —

S g’axzqmlrll d coll be
! o . ‘acuum blood collection tul
Large Capacity Centrifuge | Ve gt 4000
o« MaxRCF: 3400xg
- 12x50m| Tube size:  ®13x75~100mm
- Max Speed : 4000rpm
& li_flahx RCF : 2;129;"191 ’ Sk " 4x2x96 holes
. ube size : x116mm wing-oul Max Speed : 4000,
Features & Advantages Technique Parameter Microplate Not: 300G
Rotor Max size:  128x87x60mm
36x15ml
- Variable frequency drive motor. Model number DD-5000 ¥ Max Speed : 4000rpm
o Adaptor MaxRCF:  3400xg 4x750m|
+ LCD & Digital display. Max Speed 5000 r/min Tubesize: @ 17x121mm Swing-out Max Speed : 4000rpm
. P Roto Max RCF:  3500xg
- Stainless steel chamber, electronic lid lock, Max RCF 5200 xg —— 3 Tubesize:  ®100x141mm
imbalance protection Vazu;mmbluod collection tube
+ 40 levels of acceleration and deceleration, Max Capacity 4x750m|(4000rpm) Max Speed : 4000rpm 12x100ml
and it can store 12 users programs. Speed Accuracy +10r/min Max RCF:  3400xg Max Speed : ggggrpm
i i i Tubesize: @ 13x75~100mm Max RCF : Xg
- Automatic fault diagnosis. 1min~89 H59minfinchi e Tube size:  ©38x114mm
3 i in~! min/inchin: —
*Erog ot B van besetng dupcty. SRR J -\"I’Eﬁ;j—:’nmlllm:{lclﬂﬁection tube 2 20x50ml
+ Adopts import famous va.ri;(aible frequency controller, Noise <60dB(A) Max Speed : 4000rpm Max Speed : 4000rpm
control speed accurately and be durable . 3400; NO. 6 Max RCF:  3500xg
P Y Power Supply AC 220V 50HZ 15A Metir. N ik Sl o
- The operating parameters can be modified during operation . ) :
peraiing p & op Dimension B50x550x840(LxWxH)mm =
- All- steel body, three-layer steel for safety 20x50ml Adaptor 56X15mi
: : 5 Weight 135 kg Max Speed : 4000rpm Max Speed : 4000rpm
- The centrifuge adopts three-axis gyroscope to monitor MaxRCF: 3400xg Max RCF:  3500xg
the whole dynamic balance. Poviet 11 KW Tube size:  ©29.5x116mm Tubesize:  ®17x121mm
S e ettiou tibe
NO.5 40x15ml ‘acuum blood collection tul
Max Speed : 4000rpm Max Speed : 4000rpm
Max RCF:  3400xg MaxRCF:  3500xg
Rotor Technical Data Tubesize:  @17x121mm Tube size:  13x75~100mm
80x10ml
n Swing Vacuum blood collection tube
4x100ml Swing-out Rotor 4x250m| Swing-out Rotor bucket rotor | ¢ Max Speed : 4000rpm
Max Speed : 5000rpm Max Speed : 5000rpm Max RCE:  3400xg
Max RCF :  4650xg Max RCF : fgg"_ﬁ ’ Tube size :  ®15x100mm
Tube size:  ®38x114mm Tube size : x111mm
8x50m| Adaptor | Tube size : ©29.5x116mm 112x2-Tml
NO.1 i 4x100m| Adaptor | Tube size : ®38x114mm Vacuum blood collection tube
4x50mi Swing-out Rotor 36x10mIAdaptor | Tube size : B16.5x86~110mm Max Speed : 4000rpm
Max Speed : 5000rpm 240x7ml Max RCF :  3400xg
Max RCF : 4650 xg Vacuum Tube size : ®13x100mm Tube size: @ 13x75~100mm
Tube size:  ®30x116mm blood collection tube
20x15ml Adaptor | Tube size : @ 17x121mm
NO.3 100x1.5ml
32x15ml Swing-out Rotor . Q,E:E;Lm‘im ot i En ;ze:q : gﬁgg;pm
Max Speed : 4000rpm Max Specd : 4000 Tube sge s 11
Max RCF :  2980xg e R‘:;’ : 3100;9""‘ e size : x42mm
T DAfdetmm Tubt s ®13x785~'§00mm
P 64x2-7ml
8x50ml Swing-out Rotor Vacuum blood collection tube
NO.2 Max Speed : 4000rpm Max Speed : 4000rpm
Max RCF : 2980xg MaxRCF: 3100xg
Tube size:  ©30x116mm Tube size: @ 13x75~100mm
. Swing-out Microplate Rotor
8x100ml Swing-out Rotor Zyi;xgsltlole; ’
fochond i 8| e oo
ax H
Tib e Max RCF :  1970xg
Bibesies: D3t dmn Max size:  128x87x60mm
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DD-6000

Floor Standing Low Speed
Large Capacity Centrifuge

Features & Advantages

Technique Parameter

uan Shuke Instrument

& &

3

« Touch screen, set parameters by inputting numbers directly.
- Intelligent status prompt can display operation status in real time.
- Three axis gyroscope to monitor the balance of whole operation.

« Can store 1000 programs and 1000 usage records.

- 40 levels of acceleration and deceleration. Speed downs curvely
slowly from 500rpm to Orpm to prevent samples from shake.

+ Password lock funtion: can set password to lock the machine and
program parameters.

+ RCF and speed convert automatically and displayed in same screen.

- Various protections,such as lid,over speed,over heat,over pressure etc.

* Variable frequency motor.

Rotor Technical Data

Model number DD-6000

Max Speed 6000 r/min

Max RCF 5200 xg

Max Capacity 4x800mI(4000rpm)
Speed Accuracy +10r/min

Timer Range 1min~99 H59min/inching
Noise <60dB(A)

Power Supply AC 220V 50HZ 15A
Dimension 680x620x840(LxWxH)mm
Weight 135 kg

Power 11 KW

4x100m| Swing-out Rotor
Max Speed : 5000rpm

Max RCF:  4650xg

Tube size:  ®38x114mm

o 4x50ml Swing-out Rotor

Max Speed : 5000rpm
Max RCF: 4650 xg
Tube size:  ©30x116mm

32x15ml Swing-out Rotor
Max Speed : 4000rpm
MaxRCF: 2980xg

Tube size:  ®17x121mm

8x50ml Swing-out Rotor
Max Speed : 4000rpm

NO.2

Max RCF: 2980xg

Tube size:  @30x116mm

NO.3

4x250ml Swing-out Rotor
Max Speed : 5000rpm

Max RCF: 5200xg

Tube size :  @63x111mm

8x50m| Adaptor | Tube size : ©29.5x116mm

m 4x100mlAdaptor | Tube size : ©38x114mm

36x10mlAdaptor | Tube size : ©16.5x86~110mm

40x7ml

‘acuum Tube size : @13x100mm
blood collection tube

20x15ml Adaptor | Tube size : @ 17x121mm

48x2-Tml

Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF: 3100xg

Tube size: @ 13x75~100mm

64x2-Tml

Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF:  3100xg

Tube size : @ 13x75~100mm

8x100ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF :  2980xg

Tube size:  ©38x114mm

NO.4

Swing-out Microplate Rotor
2x3x96 holes

Max Speed : 4000rpm

Max RCF: 1970xg

Maxsize:  128x87x60mm

NO.5

Round
hang cup

Adaptor

4x500m| Swing-out Rotor
Max Speed : 4000rpm

Max RCF:  3400xg

Tube size:  ®80x137mm

12x50mi

Max Speed : 4000rpm
Max RCF:  3400xg
Tubesize: ©29x116mn

36x15ml

Max Speed : 4000rpm
Max RCF:  3400xg
Tube size: @ 17x121mm

76x2-Tml

Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF: 3400xg

Tube size : @ 13x75x100mm

76x2-7ml With lid

‘Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF:  3400xg

Tubesize: ©13x75x100mm

Swing
bucket rotor

20x50ml|

Max Speed : 4000rpm

Max RCF: 3400xg
Tubesize:  ©29.5x116mm

40x15ml

Max Speed : 4000rpm
Max RCF: 3400xg
Tube size: @ 17x121mm

80x10ml

Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF: 3400xg

Tube size: @ 15x100mm

112x2-Tml

Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF:  3400xg

Tubesize: ©13x75~100mm

100x1.5ml

Max Speed : 4000rpm
Max RCF:  3400xg
Tube size: @ 11x42mm

Hang cup

148x5ml RIA tube

Max Speed : 4000rpm

Max RCF: 3400xg

Tube size: @ 13x75~100mm

96x2-7Tml

Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF:  3400xg

Tube size: @ 13x75~100mm

Swing-out
Microplate
Rotor

4x2x96 holes

Max Speed : 4000rpm

Max RCF :  3400xg

Max size:  128x87x60mm

Swing-out
Rotor

4x750ml

Max Speed : 4000rpm
Max RCF: 3500xg

Tube size:  ®100x141mm

12x100ml

Max Speed : 4000rpm
Max RCF:  3500xg
Tubesize:  ©38x114mm

S : 20x50m|
Max Speed : 4000rpm
NO.6 Max RCF:  3500xg
Tube size:  ®29x116mm
At A | 56x15ml
Max Speed : 4000rpm
MaxRCF:  3500xg
Tube size: @ 17x121mm
96x2-Tml
Vacuum blood collection tube
Max Speed : 4000rpm
Max RCF: 3500xg
Tube size : O 13x75~100mm
6x250m|
Swing-out Max Speed : 4000rpm
Rotor Max RCF :  3580xg
Tube size :  ®63x111mm
30x15ml
NO.7 Max Speed : 4000rpm
Max RCF :  3580xg
Tubesize: ©17x121mm
Adaptor
60x2-7ml
Vacuum blood collection tube
Max Speed : 4000rpm
Max RCF: 3580xg
Tube size: @ 13x75~100mm
4x800mlI
ing- Max Speed : 4000rpm
Swving-ont MaxRCF :  3580xg
28x50ml Adaptor
Tube size:  ©@29x116mm
56x15ml
Max Speed : 4000rpm
Max RCF: 3580xg
Tube size:  @17x121mm
NO.8
140x2-7ml
Vacuum blood collection tube
Adaptor Max Speed : 4000rpm
Max RCF: 3580xg
Tube size: @ 13x75~100mm
16x100ml
Max Speed : 4000rpm
MaxRCF: 3580xg
Tube size:  ®38x114mm
6x50ml
Max Speed : 6000rpm
MaxRCF: 5120xg
Rotor Tube size: ©29x116mm
Fixed-angle
NO:3 (Suitable for
DD-6000) 12x15ml

Max Speed : 6000rpm
Max RCF:  5120xg
Tube size: @D 17x121mm
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TGL-23

Benchtop High Speed Multiple
Functional Refrigerated Centrifuge

Features & Advantages

TGL-23

v e cenTRIFUGE

Technique Parameter

Sichuan Shuke Instrument Co.,Ltd

- Easy operation with touch-sensitive LCD

+ The parameter setting can be directly digitally inputted
and accurately put in single digit.

- PID dynamically control temperature.
« The machines adopts Three-axis gyroscope to monitor
the whole dynamic balance.

- Large storage space can store up to 1000 program groups,
1000 usage records.

+ Variable frequency motor.

+ RFID rotor automatic identification system. Can indentify
rotor’s information,such as max speed,max RCF etc.

+ Two timing models are optional: count or countdown

- 40 levels of acceleration and deceleration. Speed downs curvely slowly
from 500rpm to Orpm to prevent samples from shake.

- The speed, RCF and temp.curves are displayed on the same screen,
and the change relationship can be seen clearly.

- Password lock function:Users can set a password to lock machine
and parameter to prevent others from changing.

- Speed and RCF can be automatically converted
and displayed in one screen.

« Can set 5 stages centrifugation.
- All-steel body and stainless steel chamber.
- Double lock, double hydraulic lever, self-priming silent door lock.

Rotor Technical Data

Model numbe
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Range
Timer Range
Noise

Power Supply
Dimension
Weight

Power

TGL-23

23000rpm

36960xg
4x750m|(4000rpm)
+10r/min

+1°C

-20°C~40°C
15~99H59min59s
<56dB(A)

AC 220V 50HZ 15A
600x680x420 (LxWxH) mm
108 kg

1.5 KW

12x1.5/2.2ml Fixed-angle Rotor
Max Speed : 23000rpm

Max RCF: 36960xg

Tube size D 11x42mm

NO. 1

12x5ml Fixed-angle Rotor
Max Speed : 18000rpm

Max RCF:  26260xg

Tube size: @ 14x54mm

24x1.5/2.2ml Fixed-angle Rotor
Max Speed : 16500rpm

Max RCF: 26330xg

Tube size: @ 11x42mm

NO.3

S

12x10m| Fixed-angle Rotor
Max Speed : 15500rpm

Max RCF: 22210xg

Tube size . ©16x86mm

NO. 4-1

36x1.5/2.2ml Fixed-angle Rotor
Max Speed : 15500rpm

MaxRCF: 22210xg

Tube size: @ 11x42mm

NO.4-2

6x50m| Fixed-angle Rotor
conical bottom

Max Speed : 13000rpm

Max RCF :  18420xg

Tube size:  ®29x116mm

NO.5-1

6x50m| Fixed-angle Rotor
round bottom

Max Speed : 13000rpm

Max RCF: 18420xg

Tube size:  ©29x111mm

48x1.5/2.2ml Fixed-angle Rotor
Max Speed : 13000rpm

Max RCF:  18420xg

Tube size : @ 11x42mm

NO. 6-1

e

4x100ml Fixed-angle Rotor
Max Speed : 12000rpm
MaxRCF: 15870xg

Tube size -~ ©37x123mm

NO. 6-2 ﬁ

8x50m| Fixed-angle Rotor
round bottom

Max Speed : 12000rpm

Max RCF: 15870xg

Tube size:  ®©29x111mm

8x50ml 20x50ml
conical bottom Max Speed : 4200rpm
NO. 6-2 Max Speed : 12000rpm Max RCF :  3550xg
Max RCF:  15870xg Tube size:  ®29.5x116mm
Fixed. ) Tube size:  ®29x116mm
g
Rotor 12x15ml 40x15ml
conical bottom Max Speed : 4200rpm
NO. 6-3 Max Speed : 12000rpm Max RCF: 3550xg
Max RCF:  15670xg Tubesize: ®17x121mm
Tube size: @ 17x121mm
80x10ml
i 2x3x96 holes i Vacuum blood collection tube
Swing-out Max Speed : 4000rpm Swing
NO.7 | Microplate . bucket rotor Max Speed : 4200rpm
Rotor Mix PfCF_: 12;0;%60 Max RCF: 3550xg
Maxaioe: X e Tube size: @ 15x100mm
4x250ml z f 112x2-7ml .
Swing-out Max Speed ; 4500rpm Vacuum blood collection tube
Rotor Max RCF :  3720xg i Max Speed : 4200rpm
Tube size: ®63x121mm 4 Max RCF: 3550xg
Tube size:  ©13x75~100mm
8x50ml
Max Speed : 4500rpm NO.9 100x1.5mi
Max RCF:  3720xg Max Speed :4200rpm
Tube size ©29.5x116mm Max RCF:  3550xg
Tube size: @ TIx42mm
e 148x5ml RIA tub
Max Speed : 4500rpm Xom ube
Adaptor Max RCE :  3720xg Max Speed : 4200rpm
Tube size: @ 17x121mm Max RCF :  3550xg
NO.8 Tubesize: O 13x75~100mm
Hang cuj
AR B <R 96x2-7ml
mCopeed: fpm Vacuum blood collection tube
Max RCF: 3720xg
Tube size: @ 16.5%86~110mm Max Speed : 4200rpm
MaxRCF: 3550xg
o 40x7ml Tubesize: ®13x75~100mm
Vacuum blood collection tube P
Max Speed : 4500rpm Swing-out X 2X oles
MaxRCF:  3720x9 Micraplate Max Speed : 4200rpm
Tube size:  @13x100mm Rotor Max RCF:  3550xg
48x2-Tml Max size:  128x87x60mm
A Vacuum blood collection tube
Swing-out Max Speed : 4000rpm
Rotor ¢ Max RCF: 3100xg
5 Tube size: @ 13x75~100mm 4x750ml
27 64x2-Tml Swing-out Max Speed : 4000rpm
Vacuum blood collection tube Rotor Max RCF:  3500xg
Max Speed : 4000rpm Tube size :  ®©100x141mm
Max RCF: 3100xg
Tube size: @ 13x75~100mm ST 12x100ml
Max Speed : 4000rpm
Max RCF: 3500xg
Tube size:  ®38x114mm
d 4x500m|Swing-out Rotor 5 20x50ml
Round - Max Speed : 4200rpm Max Speed : 4000rpm
hang cup Max RCF: 3550xg Max RCE - 3500xg
Tube size: @80x137mm Tube size | ©29x116mm
= NO.10 | Adaptor T
. 12x50ml 56X15ml
Max Speed : 4200rpm Max Speed : 4000rpm
Max RCF: 3550xg Max RCF: 3500xg
Tube size:  ©29x116mm Tube size : @ 17x121mm
e 96x2-7ml
XZ-/m
36x15ml. Vacuum blood collection tube
Adaptor Max Speed : 4200rpm Max Speed : 4000rpm
MaxRCF: 3550xg N reE. a500
Tube size: @17x121mm x RCF : iXg
) Tubesize: @®13x75~100mm
76x2-Tml
Vacuum blood collection tube Fixed I 6x100ml
Max Speed : 4200rpm NO. 11 ‘ﬁ "‘“‘g e Max Speed : 10000rpm
Max RCF:  3550xg Sor Max RCF:  12060xg
Tube size: @ 13x75-100mm
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20x50ml

Max Speed : 4200rpm

Max RCF:  3550xg

Tube size:  ©29.5x116mm

TGL-21 NO: 62

40x15ml

Max Speed : 4200rpm
Max RCF :  3550xg
Tubesize: @17x121mm

TGL-21 8x50ml

conical bottom
Benchtop High Speed Multiple [ . a NaRCE: 100
Functional Refrigerated Centrifuge g o a fextm

Features & Advantages Technique Parameter Fe— 80x10ml
Swing-out M’:x );pe 3 ‘o 43:0"}“ Swing Vacuum blood collection tube
¢ . i NO.7 | Microplate S bucket rotor Max Speed : 4200rpm
+ Easy operation with touch-sensitive LCD Max RCF:  1970xg
e ) . - ) Model numbe TGL-21 Rotor W | Maxsize:  126x87x60mm Fan ?fsoﬁgm
- The parameter setting can be directly digitally inputted Dibosice: g
and accurately put in single digit. Max Speed 21000 r/min 4x250ml 112x2-Tm| ;
- PID dynamically control temperature. Swing-out | Max Speed : 4500rpm Vacuum blood collection tube
i i i 30810 Rotor £ Max RCF:  3720xg Max Speed : 4200rpm
+ The machines adopts Three-axis gyroscope to monitor Max RCF xg Tube size:  ©B3x121mm Max RCF: 3550xg
the whole dynamic balance. Tube size: @ 13x75~100mm
+ Large storage space can store up to 1000 program groups, Max Capacity 4x750ml(4000rpm) z"ﬂs’m'm 4500 — 100x1.5ml
1000 usage records. e dposldy Max Speed : 4200rpm
. Variable frequency motor. Speed Accuracy +10r/min T an Sia MaxRCF:  3550xg
RFID ic identifi Can ind £ Tubesize: @ 11x42mm
i rotor automatic identification system. Can indentify o
rotor’s information,such as max speed,max RCF etc. Temp Accuracy +1°C f/l(:: 1::;'. 4500rpm 148x5ml RIA tube
- Two timing models are optional: count or countdown - 5 Adaptor Max RCF:  3720xg Max Speed : 4200rpm
. . Temp Range -20°C~40°C Tubesize:  ®T7xf21mm Max RCF: 3550xg
+ 40 levels of acceleration and deceleration. Speed downs curvely slowly NO.8 Tubesize: @ 13x75~100mm
from 500rpm to Orpm to prevent samples from shake. Timer Range 1§~99H59Min59s 36x10ml Hang cup 96x2-7ml
+ The speed, RCF and temp.curves are displayed on the same screen, Max Speed : ggggr pm Vacuum blood collection tube
and the change relationship can be seen clearly. Noisa <60dB(A) 1‘4];: ‘:‘Sf B 16’;?‘86_11(,’“"] Max Speed : 4200rpm
- Password lock function:Users can set a password to lock machine ;’l«;x RCF 1?15:?’% i
= jube size X~ mm
and parameter to prevent others from changing. Power Supply AC 220V 50HZ 15A “*Iggll;nnll blood colection fube
- Speed and RCF can be automatically converted Max Speed : 4500rpm Swing-out 4x2x96 holes
and displayed in one screen. Dimension 600x680x420 (LxWxH) mm mf LEEE? g ‘IZC!D:IQODmm Microplate ex e ‘;é‘;g"’"‘
- Can set 5 stages centrifugation. 8 Rotor BN;:: :ich i
- All-steel body and stainless steel chamber. Weight 108 kg N Va:fl;ixml:lond collection tube
- Double lock, double hydraulic lever, self-priming silent door lock. B S iR S ot L
ower - v Tube size: P 13x75~100mm 4x750ml
64x2-Tml Swing-out Max Speed : 4000rpm
Vacuum blood collection tube Rotor Max RCF: 3500xg

Max Speed : 4000rpm
Max RCF:  3100xg

Tube size: @ 100x141mm

Rotor Technical Data

Tube size -~ D13x75~100mm 12x100ml

Max Speed : 4000rpm
Max RCF:  3500xg
Tube size:  ©38x114mm

6x50ml Fixed-angle Rotor
conical bottom
Max Speed : 13000rpm

12x1.5/2.2ml Fixed-angle Rotor
Max Speed : 21000rpm

NO. 1
Max RCF:  30810xg

Max RCF: 18420xg

Tube size: @ 11x42mm Tube size :  ©29x116mm

4x500mlSwing-out Rotor
Max Speed : 4200rpm

Max RCF: 3550xg
Tubesize: PBOX137mm

20x50ml

Max Speed : 4000rpm
Max RCF:  3500xg
Tubesize: ©29x116mm

NOLEL Round

NO.10 | Adaptor

Tube size :  D14x54mm Tube size:  D29x11Imm

12x5m| Fixed-angle Rotor ?gsl?&“l!ofmj'a“g]e Rotor hang cup
NO.2 Max Spsed i 1700 0rp Miax Spesd : 13000rpm
Max RCF:  23430xg Max RCF: 18420xg

12x50ml 56X15ml
24x1.5/2.2ml Fixed-angle Rotor 48x1.5/2.2m| Fixed-angle Rotor Max Speed : 4200rpm Max Speed : 4000rpm
NO.3 Max Speed : 16500rpm NO.52 Max Speed : 13000rpm Max RCF: 3550xg Max RCF :  3500xg
Max RCF:  26330xg Max RCF: 18420xg Tubesize: ®29x116mm Tube size: @17x121mm
Tube size: @ 11x42mm Tube size: @ 11x42mm NO.9
36x15ml 96x2-Tml

Vacuum blood collection tube
Max Speed : 4000rpm

Max RCE:  3500xg

Tube size:  @13x75~100mm

Max Speed : 4200rpm
Max RCF:  3550xg
Tube size:  ®17x121mm

NO. 4-1
Max RCF: 20800xg Max RCF: 13340xg
Tubesize: @ 16xB6mm Tube size:  @37x123mm

12x10ml Fixed-angle Rotor & 4x100ml Fixed-angle Rotor
Max Speed : 15000rpm — Max Speed : 11000rpm Adaptor

8x50m| Fixed-angle Rotor
round bottom

Max Speed : 11000rpm

Max RCF: 13340xg

Tube size:  ©28x111mm

36x1.5/2.2ml Fixed-angle Rotor
Max Speed : 15000rpm

Max RCF:  20800xg

Tube size: @ 11x42mm

NO.4-2 NO. 6-2

76x2-Tml

Vacuum blood collection tube : 6x100ml

Max Speed : 4200rpm NO. i F“‘a“"“g'e Max Speed : 10000rpm
Max RCF: 3550xg otor Max RCF: 12060xg
Tube size: @ 13x75x100mm




Sichuan Shuke Tnstrument Co.Lid (LY Sichuan Shuke Instrument Co..Ltd  [R(e{-Ye
ichuan Shuke Instrument 0. ichuan uke Instrumen 0. [
9 8x50ml 2 R
. 0 conical bottom ix1om
Benchtop High Speed Multiple B - Ny g iR |
F i l R f i t d C entl" f (Y Tibemzes (2R Tube size:  ®17x121mm
unctional Refrigerate ifu Fised-angie
g g oz Rotor Adaptor
12x15ml 76x2-Tml
NO. 6-3 Max Speed : 1;23?% Vacuum blood collection tube
Features & Advantages Technique Parameter MR e Jos im0
Tube size: @ 13x75-100mm
« Easy operation with touch-sensitive LCD
. . . . Model numbe TGL-19 6x10mi
- The parameter setting can be directly digitally inputted NO.7 | Fixed-angle Max Speed : 16000rpm 20x50ml
and accurately put in single digit. Max Speed 19000rpm Rotor Max RCF : 151965?69 Max Speed : 4200rpm
- Intelligent status prompt can display instrument status in real time. Tube size: D 16x86mm TN\I,:{,X RCF 15255?5%115,“,“
e S1zZe : .
- The machines adopts Three-axis gyroscope to monitor Max RCF 25220xg
the whole dynamic balance.
. Lar%e storage space can store up to 1000 program groups, Max Capacity 4x500mi(4200rpm) Swing-out fﬁ’;giﬂmﬁgu 40x15ml
1000 usage records. NO.8 | Microplate Max RECF ) 1970;3"1 Max Speed : 4200rpm
+ With time display function, including year, month, day, hour, Speed Accuracy +10r/min Rotor Maxsize:  128x87x60mm il
minute and second, which is convenient to trace the usage record.
- Two timing methods are available:Hour/Minutes or Minutes/Seconds. Temp Accuracy £1°C s0xTom
i . X10m
+ Two timing models are optional: count or countdown i
g ; P : Temp Range D0°C~40°C 4x250ml Swing Vacuum blood collection tube
- 40 levels of acceleration and deceleration Swing-out Max Speed : 4500rpm bucket rotor Max Speed : 4200rpm

and can set the model of free stop. Max RCF:  3550xg

« The speed, RCF and temp.curves are displayed on the same screen,

MaxRCF:  3720xg

Tube size ®B63x121mm Tube size :  ©15x100mm

Timer Range 18~99H59min59s Rotor

and the change relationship can be seen clearly. NO. 10

: i Noise <56dB(A) 112x2-7ml
+ Password lock function:Users can set a password to lock machine Vacuum blood collection tube
and parameter to prevent others from changing, Powet Supply AC 220V 50HZ 15A 8x50ml Max Speed : gggomm
« RFID rotor automatic identification system Max Speed : 4500rpm MrBCE; g

- i i s Max RCF: 3720xg Tubesize: ®13x75~100mm
to prevent rotor over-speeding. Dimsssisn 600x680x420 (LWxH) mm MucRCF: 0

« Speed and RCF can be automatically converted

; : - ; 5 Max RCF:  3550x
over-heat and so on.Prompt function with voice and text simultancously Power 1.5 KW l\‘fg:EuTmmI:loo d collection tibe Tu?; sigc ; 0)11x492mm
+ With electronic manual which can never lost and easy to use. Max Speed : 4000rpm

Max RCF: 3100xg

« PID dynamically control temperature. Adaptor

Rotor Technical Data

Tube size : @ 13x75~100mm
148x5m| RIA tube

Max Speed : 4200rpm

Max RCF :  3550xg

Tube size: @ 13x75~100mm

64x2-Tml
Vacuum blood collection tube
Max Speed : 4000rpm Hang cup

6x50m| Fixed-angle Rotor

12x1.5/2.2ml Fixed-angle Rotor conical bottom
NO.1 Max Speed : 19000rpm Max Speed : 13000rpm

Max RCF: 25220xg

o 18420;
Tube size: @ 11x42mm Max RCF : Xg

MaxRCF: 3100xg
Tube size . ©29x116mm

Tube size : @ 13x75~100mm

96x2-7Tml

Vacuum blood collection tube
Max Speed : 4200rpm

Max RCF:  3550xg

Tube size: @ 13x7~100mm

NO. 5-1 )
6x50m| Fixed-angle Rotor
round bottom

Max Speed : 13000rpm

Max RCF :  18420xg

Tube size:  ®29x11Imm

12x5ml Fixed-angle Rotor
Max Speed : 17000rpm

Max RCF:  23430xg

Tube size: @ 14x54mm

NO.2

and displayed in one screen. Weight 108 kg NO.9 100x1.5ml
- 22 kinds of protection functions such as over-speed, over-pressure, Max Speed : 4200rpm

24x1.5/2.2ml Fixed-angle Rotor 48x1.5/2.2m| Fixed-angle Rotor

1 Max Speed : 16000rpm Max Speed : 13000rpm 4x500m|Swing-out Rotor = 4x2x96 holes
NO.3 2.9 NO.52 g
@ MaxRCF: 24760xg MaxRCF: 18420xg Round . Max Speed : 4200rpm l\s,l"l"c']'_‘f ;’;‘é Max Speed : 4200rpm
Tube size: @ 11xd2mm Tubesize: @ Tixd2mm hang cup MaxRCF: 3550xg ol Max RCF:  3550xg

Tube size :  ©80x137mm Max size:  128x87x60mm

12x10ml Fixed-angle Rotor
NO. 4-1 Max Speed : 14000rpm

4x100ml Fixed-angle Rotor
Max Speed : 11000rpm NO. 10

Max RCF:  18120xg NO. 6-1

Tubesize: @ 16x86mm

Max RCF: 13340xg
Tube size:  @37x123mm

8x50m| Fixed-angle Rotor
round bottom Adaptor
Max Speed : 11000rpm
Max RCF:  13340xg
Tube size ©29x111mm

36x1.5/2.2ml Fixed-angle Rotor
Max Speed : 14000rpm NO. 62
Max RCF: 18120xg

Tube size: @ 11x42mm

NO. 4-2

12x50mi &

x100ml
et o1, | Flzed-augle Max Speed : 10000rpm
Max RCF: 3550xg Rotor St i
Tubesize:  ®29x116mm :

$96% ¥
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6x50ml
T GL" 1 7 TGL-1'7 round bottom . axzs0mi
T NO.5-1 Max Speed : 12000rpm Swligg;:“t Y, ' :ﬁﬂx :l?;d : ;ggg;gm
3 - MaxRCF:  15970xg ax RCF :
Benchtop High Speed Multiple etz 02t R 08cztm
. - .
Functional Refrigerated Centrifuge
48x1.5/2.2ml : 8x50ml
NO.5-2 Max Speed : 12000rpm E: Max Speed : 4500rpm
: Max RCF: 15970xg Max RCF: 3720xg
Features & Advantages Tube size:  ©11x42mm Tube size:  ©29.5x116mm
- Easy operation with touch-sensitive LCD Tech l'liq ue Parameter
- The parameter setting can be directly digitally inputted " .
and accurately put in single digit. 4x100ml p 20x15ml
g - - - : - Max Speed : 11000rpm NO. 10 Max Speed : 4500rpm
Intelligent status prompt can display instrument status in real time. Model numbe TGL-17 NO. 6-1 Max ROF: 12870k ﬁx oo ‘3:12??2 !
. i -axi i ; Tube size . ©37x123mm ube sizc © x¥124mm
it st e Max Speed 17000 rimin o
« Large storage space can store up to 1000 program groups, Max RCF 20050xg
1000 usage records. 8x50ml 36x10ml
- With time display function, including year, month, day, hour, Max Capacity 4x250m(4500rpm) ;;’a':";‘;ezgt_":%mrm Max Speed : 4500rpm
: sk H - J Max RCF: 3720
mmut.e a_nd second, which stconvement r.o_tra.ce the usage record. Speed Accuracy +10r/min ;;4:,( RCF: ézgg%gi - ‘lu:xe o 15‘5!;36"110”""
- Two timing methods are available:Hour/Minutes or Minutes/Seconds. . IR
- Two timing models are optional: count or countdown Temp Accuracy +1°C vo.sa [P lxall’;t::gle
. 40dlevels of t:;.lccelerdat'ionfaf:g deceleration Temp Rang -20°C~40°C it
and can set the model o ¢ stop. . L 40xTml
. i 15~99H59min59s conical bottom .
- The speed, RCF and temp.curves are displayed on the same screen, Limer Range Max Speed : 11000rpm Xﬁf‘;‘;’: d""z‘;‘;g’:‘:ﬁ?“-“"“ tube
and the change relationship can be seen clearly. Heige <56 dB (A) M RCE gggs;‘%mm Max RCF : 37%)):% .
- Password lock function:Users can set a password to lock machine fube sz @ 13¢100mm
and parameter to prevent others from changing. Power Supply AC 220V 50HZ 15A
« RFID rotor automatic ident_iﬁcation system Dimension 640 x560 x390(LxWxH) mm 12x15mi
to prevent rotor over-speeding. 5 “S Td -
1 Max Speed : rpm
- Speed and RCF can be automatically converted Weight 80kg NO. 6-3 Max n]z:}: s 12370xpg
and displayed in one screen. Powes 12 KW Tube size: P 17x121mm
» 22 kinds of protection functions such as over-speed, over-pressure,
over-heat and so on.Prompt function with voice and text simultaneously
« With electronic manual which can never lost and easy to use. 6x10ml
« PID dynamically control temperature. NOT Max Speed : 16000rpm
: Max RCF : 19%(3(3
i Tube size: @ 16x86mm
Rotor Technical Data
8x15ml
12x1.5/2.2ml Fixed-angle Rotor fﬂ} 12x10ml Fixed-angle Rotor NO. 81 Max Speed : 13000rpm
NO Max Speed : 17000rpm NO. 41 - Max Speed : 13000rpm MacHEE: ;’51‘572"1"2%
e Max RCF: 20050xg Max RCF: 15620xg Tube size : x121mm
Tube size:  @®11x42mm Tube size: @ 16x86mm
6x30ml
12x5ml Fixed-angle Rotor 36x1.5/2.2ml Fixed-angle Rotor Max Speed : 13000rpm
NO.2 Max Speed :  15000rpm NO. 42 s Max Speed: 13000rpm NO.8-2 IMnx RCF: 15620xg
: Max RCF:  18270xg " Max RCF :  15620xg Tube size :  ©25.5x100mm
Tube size: @ 14x54mm Tube size: @ 11x42mm
24x1.5/2.2ml Fixed-angle Rotor 6x50mI Fixed-angle Rotor ) 2x3x96 holes
. X conical bottom Swing-out i .
NO.3 PN | ax Speeds T5000Pm NO.5-1 Max Speed : 12000rpm NO.9 | Microplate . l I'l May Jpend; 4000rpm
Max RCF:  21630xg Max RCF - 15970xg Rot — Max RCF:  1870xg
Tube size: @ 11x42mm Tubesize:  ©29x116mm otor Maxsize:  128x87x60mm
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TGL-22S

Benchtop High Speed Refrigerated
Centrifuge

S SHUKE + TGL-225

Features & Advantages Technique Parameter

- Easy operation with touch-sensitive LCD Model number TGL-22S

+ Variable frequency motor.

- All-steel body,stainless steel chamber Max Speed 22000r/min
- RFID rotor identification technology can indentify rotor information.

- The machines adopts Three-axis gyroscope Max RCF 33820xg

to monitor the whole dynamic balance.

- Large storage space can store up to 1000 program groups, Max Capacity

6x100ml (10000rpm)

1000 usage records. )
- 40 levels of acceleration and deceleration. Speed downs curvely Speed Accuracy £10r/min

slowly from 500rpm to Orpm to prcvenF sample shake. Tetn Ascurany +1°C
- The speed, RCF and temp.curves are displayed on the same screen,

and the change relationship can be seen clearly. Temp Accuracy -20°C~40°C
- Password lock function:Users can set a password to lock machine )

and program parameter to prevent others from changing. Timer Range 15~99H59min59s
- Can set 5 steps centrifugation. .

Noise <57dB (A)

- Speed and RCF can be automatically converted
and displayed in one screen.

Power Supply AC 220V 50HZ 15A

- Intelligent temperature control system,control temperature rapidly

and accurately. Dimension 420x520x360 (L x W x H) mm
Weight 62 kg
Power 1.2 KW

Rotor Technical Data

ey

NO. 1

12x1.5/2.2ml
Fixed-angle Rotor
Max Speed :22000rpm
Max RCF : 33820xg
Tube size : ®11x42mm

NO. 5-1

6x50ml

Fixed-angle Rotor
round bottom

Max Speed : 13000rpm
Max RCF : 18420xg
Tube size : ©29x111Tmm

NO.7

6x10ml

Fixed-angle Rotor
Max Speed :16000rpm
Max RCF : 18950xg
Tube size : D 16x86mm

i

NO.2

12x5ml

Fixed-angle Rotor
Max Speed :17000rpm
Max RCF : 23430xg
Tube size : O 14x54mm

NO. 5-2
48x1.5/2.2ml
Fixed-angle Rotor
Max Speed :13000rpm
Max RCF : 18420xg
Tube size : @ 11x42mm

NO. 8-1

8x15ml

Fixed-angle Rotor
Max Speed : 14000rpm
Max RCF : 17310xg
Tube size : ®17x121mm

S=

NO. 3
24x1.5/2.2ml
Fixed-angle Rotor
Max Speed :16000rpm
Max RCF : 24760xg
Tube size :

®11x42mm

NO. 6-1

4x100ml
Fixed-angle Rotor
Max Speed : 11000rpm
Max RCF : 13340xg
Tube size : P 37x123mm

NO. 8-2
6x30ml
Fixed-angle Rotor
Max Speed :14000rpm
Max RCF : 17310xg
Tube size :

@25.5x100mm

NO. 4-1

12x10ml
Fixed-angle Rotor
Max Speed :15000rpm
Max RCF : 20800xg
Tube size : ®16x86mm

{O

NO. 6-2

8x50ml

Fixed-angle Rotor
round bottom

Max Speed :11000rpm
Max RCF : 13340xg
Tube size : ©29x111mm

NO.9

4x0.2mix8

PCR tubes
Fixed-angle Rotor
Max Speed :13000rpm
Max RCF : 14640xg

NO.4-2 855
36x1.5/2.2ml
Fixed-angle Rotor
Max Speed :15000rpm
Max RCF : 20800xg
Tube size : @ 11x42mm

e

NO. 6-2

8x50ml

Fixed-angle Roto
conical bottom

Max Speed :11000rpm
Max RCF : 13340xg
Tube size : ®29x116mm

NO. 10

6x100m|
Fixed-angle Rotor
Max Speed :10000rpm
Max RCF : 12060xg
Tube size : D37x123mm

NO. 5-1

6x50ml

Fixed-angle Rotor
conical bottom

Max Speed :13000rpm
Max RCF : 18420xg
Tube size : ©29x116mm

NO. 6-3

12x15ml
Fixed-angle Rotor
Max Speed : 11000rpm
Max RCF : 13340xg

Tube size : D 17x121mm

X

2
o @

24*2ml

Strain preservation tubes
Fixed-angle Rotor

Max Speed :15000rpm

Max RCF : 23400xg

Tube size : ©11.5"45mm



Sichuan Shuke Instrument Co.,Ltd @
L

TGL-20
Benchtop High Speed Refrigerated

Centrifuge

Features & Advantages

S SHUKE » TGL-20

Technique Parameter

- Easy operation with touch-sensitive LCD

+ Variable frequency motor.
- All-steel body,stainless steel chamber

- RFID rotor identification technology can indentify rotor information.

- The machines adopts Three-axis gyroscope

to monitor the whole dynamic balance.
- Large storage space can store up to 1000 program groups,

1000 usage records.

- 40 levels of acceleration and deceleration. Speed downs curvely
slowly from 500rpm to Orpm to prevent sample shake.

- The speed, RCF and temp.curves are displayed on the same screen,

and the change relationship can be seen clearly.

- Password lock function:Users can set a password to lock machine

and program parameter to prevent others from changing.

- Can set 5 steps centrifugation.

- Speed and RCF can be automatically converted
and displayed in one screen.

- Intelligent temperature control system,control temperature rapidly

and accurately.

Rotor Technical Data

Model number TGL-20
Max Speed 20000r/min
Max RCF 27950xg

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy
Timer Range
Noise

Power Supply

6x100ml (9000rpm)
+10r/min

+1°C

-20°C~40°C
15~99H59min59s
<57dB (A)

AC 220V 50HZ 15A

Dimension 420x520x360 (L x W x H) mm
Weight 62 kg
Power 1.2 KW

NO. 1

12x1.5/2.2ml
Fixed-angle Rotor
Max Speed :20000rpm
Max RCF : 27950xg
Tube size : ®11x42mm

NO. 5-1

6x50ml

Fixed-angle Rotor
round bottom

Max Speed : 12500rpm
Max RCF : 17030xg
Tube size : P29x111Tmm

NO.7

6x10ml

Fixed-angle Rotor
Max Speed :16000rpm
Max RCF : 18950xg
Tube size : D 16x86mm

e
;

NO.2

12x5ml

Fixed-angle Rotor
Max Speed :17000rpm
Max RCF : 23430xg
Tube size : O 14x54mm

NO. 5-2
48x1.5/2.2ml
Fixed-angle Rotor
Max Speed :12500rpm
Max RCF : 17030xg
Tube size : @ 11x42mm

NO. 8-1

8x15ml

Fixed-angle Rotor
Max Speed : 14000rpm
Max RCF : 17310xg
Tube size : ®17x121mm

S=

NO. 3

24x1.5/2.2ml
Fixed-angle Rotor
Max Speed :16000rpm
Max RCF : 24760xg
Tube size : O 11x42mm

NO. 6-1

4x100ml
Fixed-angle Rotor
Max Speed : 11000rpm
Max RCF : 13340xg
Tube size : P 37x123mm

NO. 8-2

6x30ml
Fixed-angle Rotor
Max Speed :14000rpm
Max RCF : 17310xg

Tube size : ©25.5x100mm

NO. 4-1

12x10ml
Fixed-angle Rotor
Max Speed :15000rpm
Max RCF : 20800xg
Tube size : ®16x86mm

{O

NO. 6-2

8x50ml

Fixed-angle Rotor
round bottom

Max Speed :11000rpm
Max RCF : 13340xg
Tube size : ©29x111mm

NO.9

4x0.2mix8

PCR tubes
Fixed-angle Rotor
Max Speed :13000rpm
Max RCF : 14640xg

NO.4-2 855
36x1.5/2.2ml
Fixed-angle Rotor
Max Speed :15000rpm
Max RCF : 20800xg
Tube size : @ 11x42mm

e

NO. 6-2

8x50ml

Fixed-angle Rotor
conical bottom

Max Speed :11000rpm
Max RCF : 13340xg
Tube size : ®29x116mm

NO. 10

6x100m|
Fixed-angle Rotor
Max Speed :9000rpm
Max RCF : 9770xg

Tube size : D37x123mm

NO. 5-1

6x50ml

Fixed-angle Rotor
conical bottom

Max Speed :12500rpm
Max RCF : 17030xg
Tube size : ©29x116mm

NO. 6-3

12x15ml
Fixed-angle Rotor
Max Speed :11000rpm
Max RCF : 13340xg
Tube size : @© 17x121mm

X

2
o @

24*2ml

Strain preservation tubes
Fixed-angle Rotor

Max Speed :15000rpm

Max RCF : 23400xg

Tube size : ©11.5"45mm
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TGL-1650

Benchtop High Speed Refrigerated
Centrifuge

Features & Advantages Technique Parameter
- Easy operation with touch-sensitive LCD Model niitniber TGL-1650
- Variable frequency motor.
- All-steel body,stainless steel chamber Max Speed 16500r/min
- RFID rotor identification technology can indentify rotor information.
- The machines adopts Three-axis gyroscope Max RCF 24760xg
to monitor the whole dynamic balance. .
- Large storage space can store up to 1000 program groups, Max Capacity 6x100ml (9000rpm)
1000 usage records. el S0
rfmin
- 40 levels of acceleration and deceleration. Speed downs curvely Ee S ReY
slowly from 500rpm to Orpm to prevent sample shake. Temp Accuracy +1°C

- The speed, RCF and temp.curves are displayed on the same screen,
and the change relationship can be seen clearly. Temp Accuracy -20°C~40°C

- Password lock function:Users can set a password to lock machine

and program parameter to prevent others from changing. mer s IEERRming=S
- Can set 5 steps centrifugation. Noise <57dB (A)
- Speed and RCF can be automatically converted
all'id displayed in one screen. g Power Supply AC 220V 50HZ 15A
- Intelligent temperature control system,control temperature rapidly Dimension 420x520x360 (L x W x H) mm
and accurately.
Weight 62 kg
Power 1.2 KW

Rotor Technical Data

@ & o

e

NO. 1 NO. 2 NO. 3 NO. 4-1 NO.4-2 255 NO. 5-1
12x1.5/2.2ml 12x5ml 24x1.5/2.2mi 12x10ml 36x1.5/2.2ml 6x50ml
Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor
Max Speed : 16500rpm Max Speed :16000rpm Max Speed : 16000rpm Max Speed :14000rpm Max Speed :14000rpm conical bottom
Max RCF : 19000xg Max RCF : 20750xg Max RCF : 24760xg Max RCF : 18120xg Max RCF : 18120xg Max Speed :12000rpm
Tube size : D 11x42mm Tube size : @ 14x54mm Tube size : D 11x42mm Tube size : @®16x86mm Tube size : @ 11x42mm Max RCF : 15700xg

» {O ﬁ Tube size : ©29x116mm
NO. 5-1 NO. 6-2 NO. 6-2
6x50ml NO. 5-2 NO. 6-1 8x50ml 8x50ml NO. 6-3
Fixed-angle Rotor 48x1.5/2.2ml 4x100ml Fixed-angle Rotor Fixed-angle Rotor 12x15ml
round bottom Fixed-angle Rotor Fixed-angle Rotor round bottom conical bottom Fixed-angle Rotor
Max Speed :12000rpm Max Speed : 12000rpm Max Speed :11000rpm Max Speed :11000rpm Max Speed :11000rpm Max Speed : 11000rpm
Max RCF : 15700xg Max RCF : 15700xg Max RCF : 13340xg Max RCF : 13340xg Max RCF : 13340xg Max RCF : 13340xg
Tube size : ©29x111mm Tube size : @ 11x42mm Tube size : ®37x123mm Tube size: ®29x111mm  Tubesize: ®29x116mm  Tube size : @ 17x121mm
NO.7 NO. -1 NO. §-2 NO.9 N NO. 10 o
6x10ml 8x15ml 6x30m| 4x0.2mIx8 6x100ml e ol
Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor PCR tubes Fixed-angle Rotor Microplate Rotor
Max Speed : 16000rpm Max Speed : 14000rpm Max Speed : 14000rpm Fixed-angle Rotor Max Speed : 9000rpm Max Speed :4000rpm
Max RCF : 18950xg Max RCF : 17310xg Max RCF : 17310xg Max Speed :13000rpm Max RCF : 9770xg Max RCF : 1500xg

Tube size : @ 16x86mm Tube size : D 17x121mm Tube size : ®25.5x100mm  Max RCF : 14640xg Tube size : ®37x123mm Max size : 128x48x60mm
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TGL-18

Benchtop High Speed
Refrigerated Centrifuge

Features & Advantages Technique Parameter
- Variable frequency drive motor, microcomputer control Model number TGL-18
- LCD & Digital display Max Speed 18000 r/min
- Electronic lid lock, imbalance protection Max RCF 22500 xg
- Automatic rotor recognition to prevent from overspeed Max Capacity 6x100mI(9000rpm)
- 40 levels of acceleration and deceleration Speed Accuracy +10r/min
- Be easy to replace the rotor with a special elastic fixed method. Temp Accuracy +1°C
- Aut tic fault di i
Uipatic faulh diEnGRs Temp Accuracy -20°C~40°C
- Imported compressor, CFC-free refrigerants, . . S
double circuit control for refrigeration and heating. Timer Range Tmin~99H59 min/inching
- Programs of RCF can be set up directly. Noise <60dB (A)

- Adopts Import famous variable frequency controller,
which can control speed accurately and have a long service life.

Power Supply

AC 220V 50HZ 15A

Dimension 420x625x360 (LxWxH) mm
- The operating parameters can be modified during operation. .

Weight 55 kg
- All- steel body, three-layer steel for safety
- Three axis gyroscope to monitor the balance of whole operation. BT 12 W
Rotor Technical Data

17 Ay & a
Y (&3
i ’ =
X NO. 5-1
NO. 1 NO. 2 NO.3 NO. 4-1 NO.42 =% 6x50ml
12x1.5/2.2ml 12x5ml 24x1.5/2.2ml 12x10ml 36x1.5/2.2ml Fixed-angle Rotor
Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor conical bottom
Max Speed :18000rpm Max Speed :15000rpm Max Speed : 15000rpm Max Speed :13000rpm Max Speed :13000rpm Max Speed :12000rpm
Max RCF : 22500xg Max RCF : 18270xg Max RCF : 21630xg Max RCF : 15620xg Max RCF : 15620xg Max RCF : 15970xg
Tube size : @ 11x42mm Tube size : O 14x54mm Tube size : @ 11x42mm Tube size : O 16x86mm Tube size : @ 11x42mm Tube size : ©29x116mm
i i)
NO. 5-1 NO. 6-2 NO. 6-2
6x50ml NO. 5-2 NO. 6-1 8x50ml 8x50ml NO. 6-3
Fixed-angle Rotor 48x1.5/2.2ml 4x100ml Fixed-angle Rotor Fixed-angle Rotor 12x15ml
round bottom Fixed-angle Rotor Fixed-angle Rotor round bottom conical bottom Fixed-angle Rotor
Max Speed :12000rpm Max Speed : 12000rpm Max Speed :11000rpm Max Speed : 11000rpm Max Speed : 11000rpm Max Speed : 11000rpm
Max RCF : 15970xg Max RCF : 15970xg Max RCF : 12870xg Max RCF : 12870xg Max RCF : 12870xg Max RCF : 12870xg
Tube size : ©29x111mm Tube size : @ 11x42mm Tube size : ©37x123mm Tube size: ®29x111mm  Tube size: ®29x116mm  Tube size : @ 17x121mm
NO. 11

NO.7 NO. 8-1 NO. 8-2 NO.9 NO. 10 2%2x48 holes
6x10ml 8x15ml 6x30ml 4x0.2mix8 6x100ml Swing-out
Fixed-angle Rotor Fixed-angle Rotor Fixed-angle Rotor PCR tubes Fixed-angle Rotor Microplate Rotor
Max Speed :16000rpm Max Speed :13000rpm Max Speed :13000rpm Fixed-angle Rotor Max Speed : 9000rpm Max Speed :4000rpm
Max RCF : 19070xg Max RCF : 15620xg Max RCF : 15620xg Max Speed :13000rpm Max RCF : 9690xg Max RCF : 1500xg
Tube size : @ 16x86mm Tube size : ®17x121mm Tube size : ®25.5x100mm  Max RCF : 14640xg Tube size : ®37x123mm  Max size : 128x48x60mm
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TGL-16

Benchtop High Speed
Refrigerated Centrifuge

Features & Advantages

Technique Parameter

- Variable frequency drive motor, microcomputer control

- LCD & Digital display

- Electronic lid lock, imbalance protection

- Automatic rotor recognition to prevent from overspeed

- 40 levels of acceleration and deceleration

- Be easy to replace the rotor with a special elastic fixed method.
- Automatic fault diagnosis

- Imported compressor, CFC-free refrigerants,
double circuit control for refrigeration and heating,

- Programs of RCF can be set up directly.

- Adopts Import famous variable frequency controller,
which can control speed accurately and have a long service life.

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy
Timer Range

Noise

Power Supply

TGL-16

16500 r/min

21630 xg
6x100mI(9000rpm)
+10r/min

+1°C

-20°C~40°C
1min~99H59 min/inching

<60dB (A)
AC 220V 50HZ 15A

Dimension 420x625x360 (LxWxH) mm
- The operating parameters can be modified during operation. .

Weight 55 kg
- All- steel body, three-layer steel for safety
- Three axis gyroscope to monitor the balance of whole operation. BT 12 W
Rotor Technical Data

o &)
' (€3
3 NO. 5-1

NO. 1 NO.2 NO.3 NO. 4-1 NO.42 5 6x50ml
12x1.5/2.2ml 12x5ml 24x1.5/2.2ml 12x10ml 36x1.5/2.2ml Fixed-angle Rotor

Fixed-angle Rotor
Max Speed :15000rpm
Max RCF : 18270xg

Fixed-angle Rotor
Max Speed : 15000rpm
Max RCF : 21630xg

Fixed-angle Rotor
Max Speed :16500rpm
Max RCF : 19000xg

Tube size : @ 11x42mm Tube size : O 14x54mm Tube size : @ 11x42mm
NO. 5-1

Bx50ml NO. 5-2 NO. 6-1

Fixed-angle Rotor 48x1.5/2.2ml 4x100ml

Fixed-angle Rotor
Max Speed : 12000rpm
Max RCF : 15970xg

Fixed-angle Rotor
Max Speed : 11000rpm
Max RCF : 12870xg

round bottom
Max Speed :12000rpm
Max RCF : 15970xg

Tube size : ®29x111mm Tube size : @ 11x42mm Tube size : D 37x123mm
NO.7 NO. 8-1 NO. 8-2
6x10ml 8x15ml 6x30ml

Fixed-angle Rotor
Max Speed :16000rpm
Max RCF : 19070xg
Tube size : ®16x86mm

Fixed-angle Rotor
Max Speed : 13000rpm
Max RCF : 15620xg
Tube size : ®17x121mm

Fixed-angle Rotor
Max Speed :13000rpm
Max RCF : 15620xg

Tube size :

®25.5x100mm

Fixed-angle Rotor
Max Speed :13000rpm
Max RCF : 15620xg

Fixed-angle Rotor
Max Speed :13000rpm
Max RCF : 15620xg

conical bottom
Max Speed :12000rpm
Max RCF : 15970xg

Tube size : O 16x86mm Tube size : O 11x42mm Tube size : ©29x116mm
i a
NO. 6-2 NO. 6-2
8x50ml 8x50ml NO. 6-3
12x15ml

Fixed-angle Rotor
round bottom

Max Speed : 11000rpm
Max RCF : 12870xg

Fixed-angle Rotor
conical bottom

Max Speed : 11000rpm
Max RCF : 12870xg

Fixed-angle Rotor
Max Speed :11000rpm
Max RCF : 12870xg

Tube size: ®29x111mm  Tube size : ®29x116mm Tube size : @ 17x121mm
NO. 11

NO.9 NO. 10 2x2x48 holes

4x0.2mix8 6x100ml Swing-out

PCR tubes Fixed-angle Rotor Microplate Rotor

Fixed-angle Rotor
Max Speed :13000rpm
Max RCF : 14640xg

Max Speed :9000rpm
Max RCF : 9770xg
Tube size :

Max Speed :4000rpm
Max RCF : 1500xg

®37x123mm Max size : 128x48x60mm
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TGL-1850 / TGL-2150
Benchtop High Speed Small

Capacity Refrigerated Centrifuge

Features & Advantages

L]

Technique Parameter

- Streamline machine which is small and can save space

- Lightweight design, so that the centrifuge is no longer heavy
- Variable frequency motor , stable operation

- Microcomputer control, LCD display

- Intelligent detection, imbalance protection

- Automatic lock for safety ,operate conveniently

- Variable frequency compressor for accurate
temperature control, CFC-free refrigerants.

- The operating parameters can be modified during operation
- RCF can be set up directly.

- Frequently used programs can be stored, acceleration
and deceleration can be adjusted.

Rotor Technical Data

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy

Timer Range
Noise

Power Supply
Dimension

Weight
Standard Rotor

Power

TGL-1850 / TGL-2150
14000 r/min 15000 r/min

18800 xg 21630 xg
12x5ml

+10r/min

+1°C

-10°C~35°C

1~999min59s

<55dB (A)

AC 220V 50HZ 15A
400x285x285(LxWxH) mm

19kg (Rotor weight is not included)

24x1.5ml Fixed-angle Rotor
(contains 0.5m and 0.2 ml adaptor)

800 W

NO. 1

NO. 2

24x1.5/2.2ml
Fixed-angle Rotor

Max Speed .14000rpm(TGL-1850)
15000rpm(TGL-2150)

18800xg(TGL-1850)
21630xg(TGL-2150)

Tube size : @ 11x42mm

Max RCF :

4x8x0.2ml
Fixed-angle Rotor

Max Speed : 14000rpm(TGL1850)
15000rpm(TGL-2150)

18800xg(TGL-1850)

Max RCF - 51630xg(TGL-2150)

NO.3

12x5ml
Fixed-angle Rotor

Max Speed : 14000rpm(TGL-1850)
15000rpm(TGL-2150)

15880xg(TGL-1850)
18270xg(TGL-1850)

Tube size : @ 14x54mm

Max RCF :
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TGL-16S
Benchtop High Speed Small

Capacity Refrigerated Centrifuge

Features & Advantages

TaL1es

Technique Parameter

- Variable frequency drive motor, microcomputer control
- LCD & Digital display
- Automatic rotor recognition to prevent from overspeed

- 40 levels of acceleration and deceleration,
and it can store 12 users programs.

- Automatic fault diagnosis
- High performance compressor, CFC-free refrigerants
« RCF can be set up directly.

- Adopts Imported famous variable frequency controller,
which can control speed accurately and have a long service life.

- The operating parameters can be modified during operation.
- All- steel body, double layer steel for safety
- Three axis gyroscope to monitor the balance of whole operation.

- Electronic lid lock and imbalance protection to ensure safety.

Rotor Technical Data

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy
Timer Range
Noise

Power Supply
Dimension
Weight

Power

TGL-16S

16500 r/min

21630 xg
12x10mI(12000rpm)
+10r/min

+1°C

-20°C~40C
1min~99H59min/inching
<60dB (A)

AC 220V 50HZ 15A
420x625x360(LxWxH) mm
50 kg

1 KW

NO. 1 NO.2 NO.3

12x1.5/2.2ml 12x5ml

Fixed-angle Rotor Fixed-angle Rotor
Max Speed : 16500rpm Max Speed : 15000rpm
Max RCF: 19000xg Max RCF :  18270xg
Tube size:  ®11x42mm Tube size : @ 14x54mm

24x1.5/2.2ml
Fixed-angle Rotor
Max Speed : 15000rpm
Max RCF :  21630xg

Tube size : @ 11x42mm

NO. 4

12x10ml
Fixed-angle Rotor

Max Speed : 12000rpm
Max RCF :
Tube size :

©16x86mm

NO.5

48x1.5ml
Fixed-angle Rotor
Max Speed : 12000rpm
Max RCF: 15970xg
Tube size :  ®11x42mm
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TG-20 r—

Benchtop High Speed Centrifuge

TG-20

SHU KE CENTRIFUGE

Features Technique Parameters

*Variable frequency motor; Touch screen.

Model T1G-20

*Electronic lid lock,independent motor to control. .
@ Max Speed 20000r/min
*Automatic rotor diagnosis to prevent it from over speed. Max RCF 27800X
ax

*Flexible rotor lock method,it’s convenient and fast to change rotor. 9
+40 levels of changing speed;can store 1000 programs. Max Capacity 6X100ml (8000rpm)
*Three axis gyroscope to monitor the balance of whole operation process. Speed Accuracy +10r/min
*Autoratic faultudiagnosis: and record. Timing Range 1min~9999min59s/inching/continuous
*5 steps centrifugation is available. )
*Can store 1000 usage records,which can be exported via USB. Noise <60dB (A)
=Can set password to lock the machine to prevent it from misoperation. Power Supply AC 220V 50HZ 10A
*Steel body and stainless steel chamber Dimension 445%360%315(Lx WxH)mm
*RCF Cal’l] be set directly. ‘ Weight 29kg
*Operation parameters can be changed under opertaion.

Power 500w

Rotor Data

NO:1 NO:2 NO:3 NO:4-1 NO:4-2 NC:5-1

12X1.5/2.2ml 12X5ml 24X1.5/2.2ml 12X10ml 36X1.5/2.2ml 6X50ml Conical Bottom
Max Speed :20000r/min Max Speed :15000r/min Max Speed:16000r/min Max Speed:13000r/min Max Speed :13000r/min Max Speed:12000r/min
Max RCF :27800x g Max RCF:18240x g Max RCF:24760x g Max RCF:15630xg Max RCF:15630Xg Max RCF:15700xg
Tube Size: ®11X42mm Tube Size : ®14X54mm Tube Size:®11X42mm Tube Size:®16X86mm Tube Size :®11X42mm Tube Size:®29X11émm

an &

@

NO:5-1 NO:5-2 NOz%-1 NO:6-2 NO:6-2 NO:6-3
6X50mlRound Bottom 48X1.5/2.2ml 4X100ml 8X50mIRound Bottom 8X50miConical Bottom  12X15ml
Max Speed:12000r/min Max Speed:12000r/min Max Speed:10000r/min Max Speed:10000r/min Max Speed :10000r/min Max Speed :10000r/min
Max RCF:15700xg Max RCF:15/00xg Max RCF:11020xg Max RCF:11020Xg Max RCF:11020xg Max RCF: 11020Xg
Tube Size:®29X111mm Tube Size:D11X42mm Tube Size:®37X123mm Tube Size:©29X111Tmm Tube Size :®29X116mm Tube Size:®17X121mm
P r
7 \’;. '
NO:6-4 NO:7 NO®&-1 NO8-2 NO9 NO:10 NO:1
24X10ml 6X10ml 8X15ml 6X30ml 4*8*0.2ml PCR Tubes  6X100ml Microplate Rotor
Max Speed:10000/min Max Speed:16000/min Max Speed:13000r/min  Max Speed:13000/min  Max Speed:13000/min  Max Speed:8000r/min 2'2*48 holes
Max RCF:11020xg  Max RCF:18950Xg  Max RCF:14930Xg  Max RCF:14930xg Max RCF:14640Xg  Max RCF7720xg Max Speed:4000y/min
Tube Size:®16x86mm Tube Size:®16X86mm Tube Size:®17X121mm Tube Size:®25.5X100mm Tube Size:®37x123mm Max RCF:1500xg

max:128X48X60mm
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TG-17

Benchtop High Speed Centrifuge

Features

*Variable frequency motor; Touch screen.

*Electronic lid lock,independent motor to control.

* Automatic rotor diagnosis to prevent it from over speed.

*Flexible rotor lock method,it’s convenient and fast to change rotor.
*40 levels of changing speed;can store 1000 programs.

*Three axis gyroscope to monitor the balance of whole operation process.
*Automatic fault diagnosis and record.

*5 steps centrifugation is available.

*Can store 1000 usage records,which can be exported via USB.

*Can set password to lock the machine to prevent it from misoperation.
*Steel body and stainless steel chamber

*RCF can be set directly.

*Operation parameters can be changed under opertaion.

Rotor Data

SHUKE CENTRIFUGE

Technique Parameters

Model TG-17

Max Speed 17000r/min

Max RCF 24760Xg

Max Capacity 6X100ml (8000rpm)
Speed Accuracy +10r/min

Timing Range TmMin~9999min5%s/inching/continuous
Noise <60dB (A)

Power Supply AC 220V 50HZ 10A

Dimension 445%x360%x315(LXWXH)mm

Weight 29kg

Power 500w

NO:1 NO:2 NO3
12X1.5/2.2ml 12X5ml 24X1.5/2.2ml
Max Speed :17000r/min Max Speed :15000r/min Max Speed:16000r/min
Max RCF :20050Xx g Max RCF:18240x g Max RCF:24760xg
Tube Size: ®11X42mm Tube Size :@14X54mm Tube Size:®11X42mm

e

NO:6-1

4X100ml
Max Speed:10000r/min
Max RCF:11020 x g
Tube Size:®37X123mm

NO:5-1 NO:52
6X50mIRound Bottom 48X1.5/2.2ml
Max Speed:12000r/min Max Speed :12000r/min
Max RCF:15700x g Max RCF:15700x g
Tube Size:®29X111mm Tube Size:®11X42mm

088 & =

NO:6-4 NO:7
24X10ml 6X10ml

NO:8-1
8X15ml

NO:B8-2

Max RCF:11020xg Max RCF:18950x g Max RCF:14930x g

6X30ml

Max Speed:10000r/min Max Speed:16000r/min  Max Speed:13000r/min  Max Speed:13000r/min
Max RCF:14930x g

Tube Size:®16X86mm Tube Size:@16X86mm Tube Size:@17X12Imm Tube Size:@25.5X100mm

NO:4-1 NO:4-2 NO:5-1

12X10ml 36X1.5/2.2ml 6X50ml Conical Bottom
Max Speed:13000r/min Max Speed :13000r/min Max Speed:12000r/min
Max RCF:15630x g Max RCF:15630x g Max RCF:15700xg
Tube Size:®16X86mm Tube Size :®11X42mm Tube Size:®29X116mm

@ @

NO:6-2

8X50mIRound Bottom
Max Speed :10000r/min
Max RCF:11020xg
Tube Size:®29X111mm

NO:6-3

12X15ml
Max Speed:10000r/min
Max RCF:11020Xg
Tube Size:®17X121mm

NO:6-2

8X50mliConical Bottom
Max Speed:10000r/min
Max RCF:11020x g
Tube Size :®29X116mm

NO9 NO:10 NO:T1
4*8*0.2ml PCR Tubes 6X100ml Microplate Rotor
Max Speed:13000r/min  Max Speed:8000r/min 2*2*48 holes
Max RCF:14640xg Max RCF7720x g Max Speed:4000r/min

Tube Size:®37x123mm Max RCF:1500x g
max:128X48X60mm
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8x50ml - 4x500ml Swing-out Rotor
I G_ 1 8 50 round bottom Round Max Speed : 4000rpm
16 ﬁ“ i%e;d : }8223;‘;"’ hang cup Max RCF: 3400xg
i ax & iy
B ht H . h S d C t . f il Tube size:  D29x11Tmm Tube size:  @BOX137mm
encnto 1 ce entriiuge Fixed-angle
NO.62 [  Rotor
- } ol SO 12
shy :
— Max Speed : 10000rpm xax lSzpeFeq : ggggrpm
Max RCF: 10640xg lax RCF : xg
Tube size ©  ©@29x116mm Tube size :  D29x116mm
Features & Advantages Technique Parameter 55ABmi 36x15ml
0 . Max Speed : 4000
Fixed-angle Max Speed : 10000rpm P rpm
HO.-6:3 Rmnrg MaxRCF: 10640xg Adaptor Max RCF:  3400xg
Tube size: @ 17x121mm Tube size:  ®17x121mm
« Variable frequency drive motor, microcomputer control Model numbe TG-1850
2 s 76x2-Tml
+ LCD display. Max Speed 18500 r/min 6x100ml Vacuum blood collection tube
: " . NO.7 | Fixed-: Max Speed : 8000rpm Max Speed : 4000rpm
+ Automatic rotor recognition to ensure safe operation Max RCF 23800 xg “‘ﬁ‘f,,?,‘,’gh Max RCF:  7720xg Max RCF:  3400xg
Tube size:  ®37x123mm Tube size: @ 13x75-100mm
« Electronic lock, Imbalance protection. Max Capacity 4x500ml(4000rpm)
- 19 levels of acceleration and deceleration, Speed Accuracy +10r/min . 2x3x96 holes 20150"'"‘
and it can store 12 user’ programs. . ) Swing-out Mas Speed : 4000rpm Max Spoed : ggggfi”"
Timer Range 1min~9999min59s NO.8 | Microplate Max RCE:  1970xg m‘ RCF : ®29§?(116mm
. . . N . . % ~ IC S1ze © g
- Automatic fault diagnosis. inching/continuous Roter Maxsize:  128x67x60mm
- RCF can be set up directly. Noise <60dB(A)
4x250ml 40x15ml
- The operating parameters can be modified during operation. Power Supply AC 220V 50HZ 10A Swing-out Max Speed : 4000rpm NO.10 Max Speed : 4000rpm
Rotor MaxRCF ;  3100xg MaxRCF: 3400xg
+ Be easy to replace the rotor with a special elastic fixed method. Dimension 550x450x390 (LxWxH) mm Tube size:  DBIx121mm Tubesize:  ©17x121mm
« Both swing-out rotors and Fixed-angle Rotors Weight 60 kg
can be used in this centrifuge. i’:gr::d 4000 Swing 80x10ml
Power 750W e RPCF . 3100;5"‘ bucket rotor Vacuum blood collection tube
+ RCF can be set up directly. Tube size:  ©29.5x116mm Max Speed : 4000rpm
Max RCF: 3400xg
Rotor Technical Dat Tubesize:  ®15x100mm
otor 1echnica ata
20x15ml 112x2-7mi
Max Speed : 4000rpm Vacuum blood collection tube
Max RCF:  3100xg Max Speed : 4000rpm
12x1.5/2.2ml Fixed-angle Rotor 8x15ml Fixed-angle Rotor Tube size:  @17x121mm ; Max RCF:  3400xg
NO.1 Max Speed : 18500rpm NO. 43 Max Speed : 13000rpm Tube size: @ 13x75~100mm
Max RCF: 23800xg i Max RCF :  15620xg
Tube size: @ 11x42mm Tube size : @ 17x121mm 36x10ml 100x1.5ml
NO.9 Max Speed : 4000rpm Max Spa;ad: 4000rpm
12x5m| Fixed-angle Rotor 6x50ml Fixed-angle Rotor Max RCF:  3100xg Max RCF:  3400xg
conical bottom Tube size: @ 16.5x86~110mm Tube . o1z
Max Speed : 15000rpm NS 2000 ube size : x42mm
o2 Max RCF :  18270xg MuxRCE: 155704 Adaptor
Tube size: @ 14x54mm Tube size: @281 16mm 40x7ml ——
NO. 5-1 Vacuum blood collection tube 148’;5mJ . mmt]" ©
24x1.5/2.2ml Fixed-angle Rotor ° 6x50m| Fixed-angle Rotor Max Speed : 4000rpm Max Speed : pm
Y ) CF: 3100 Max RCF: 3400xg
< Max Speed : 15000rpm L round bottom Max RCF : Xg e s AT
Q3 \‘ Max RCF: 21630xg Max Speed : 12000rpm Tube size:  ©13x100mm Tube size :  ©13x75~100mm
Tubesize:  @11xd2mm MaxRCE: 1000, pre— Hang cup =
- x2-7Tm -7m
. ‘Vacuum blood collection tube ‘Vacuum blood collection tube
12x10ml Fixed-angle Rotor 48x1.5/2.2ml Fixed-angle Rotor Max Speed : 4000rpm Max Spesd : 4000rpm
NO. 41 Max Speed: 13000rpm NOh Max Speed : 12000rpm MaxRCF: 3100xg MaxRCF: 3400xg
’ Max RCF: 15620xg ’ Max RCF:  15970xg Tube size: @ 13x75~100mm e OASTEitmm
Tube size: @ 16x86mm Tube size: @ 11x42mm
. 64x2-7Tml
36x1.5/2.2ml Fixed-angle Rotor 4x100ml Fixed-angle Rotor Vacuum blood collection tube St 4x2x986 ]‘mles
NO. 42 Max Speed : 13000rpm NO. 6-1 Max Speed : 10000rpm Max Speed : 4000rpm Microplate Max Speed : 4000rpm
Max RCF: 15620xg . Max RCF: 10640xg MaxRCF: 3100xg Rotor Max RCF:  3400xg
Tube size: @ 11x42mm Tube size :  @37x123mm Tube size: D 13x75~100mm Max size :  128x87x60mm
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TG-18 —

Benchtop High Speed Centrifuge

TG-18

SHU KE CENTRIFUGE

*Variable frequency motor; Touch screen.
*Electronic lid lock,independent motor to control. Model TG-18
*Automatic rotor diagnosis to prevent it from over speed. Max Speed 18000r/min
*Flexible rotor lock method,it’s convenient and fast to change rotor. Max RCF 24760Xg
*40 levels of changing speed;can store 1000 programs. Max Capacity 6X100m| (8000rpm)
Three ax|>s gyroscope Fo mon_|tor the balance of whole operation process. g AERG ST R
*Automatic fault diagnesis and record. . i
*5 steps centrifugation is available. Timing Range 1min~99min59s/inching
*Can store 1000 usage records,which can be exported via USB. Noise <60dB (A)
*Can T(;t ;;assw;rd tullock thelm:chirt:e to prevent it from misoperation. Power Supply AC 220V 50HZ 10A
*Steel body and stainless steel chamber
) Dimension 445x360x315(LXWxH)mm
*RCF can be set directly.
*Operation parameters can be changed under opertaion. Weight 29kg
Power 500 W

Rotor Data

NO:1 NO:2 NO:3 NO:4-1 NO:4-2 NO:5-1

12X1.5/2.2ml 12X5ml 24X1.5/2.2ml 12X10ml 36X1.5/2.2ml 6X50ml Conical Bottom
Max Speed :18000r/min Max Speed :15000r/min Max Speed:16000r/min Max Speed:13000r/min Max Speed :13000r/min Max Speed:12000r/min
Max RCF :22500x g Max RCF:18240x g Max RCF:24760x g Max RCF:15630x g Max RCF:15630x g Max RCF:15700xg
Tube Size: ®11X42mm Tube Size :®14X54mm Tube Size:®11X42mm Tube Size:®16X86mm Tube Size :®11X42mm Tube Size:®29X11é6mm

NO:5-1 NO:5-2 NO:6-1 NO:6-2 NO:6-2 NO:6-3

6X50mIRound Bottom 48X1.5/2.2ml 4X100ml 8X50mIRound Bottom 8X50mlConical Bottom  12X15ml
Max Speed:12000r/min Max Speed:12000r/min Max Speed:10000r/min Max Speed:10000r/min Max Speed:10000r/min Max Speed:10000r/min
Max RCF:15700x g Max RCF:15700x g Max RCF:11020xg Max RCF:11020x g Max RCF:11020xg Max RCF: 11020X g
Tube Size:®29X111mm Tube Size:®11X42mm Tube Size:®37X123mm Tube Size:®29X111mm Tube Size :®29X116mm Tube Size:@17X121mm

R
Py &

NO:6-4 NO7 NOB-1 NOB-2 NO:9 NO:10 NO:T

24X10ml 6X10ml 8X15ml 6X30ml 4*8*0.2ml PCR Tubes  6X100ml Microplate Rotor
Max Speed:10000r/min Max Speed:16000r/min Max Speed:13000r/min  Max Speed:13000r/min  Max Speed:13000r/min  Max Speed:8000r/min 2*2*48 holes
Max RCF:11020Xg ~ Max RCF:18950Xg ~ Max RCF:14930Xg  Max RCF:14930%g Max RCF:14640Xg  Max RCF7720xg Max Speed:4000r/min

Tube Size:®16X86mm Tube Size:®16X86mm Tube Size:®17X121mm Tube Size:®25.5X100mm Tube Size:®37x123mm  Max RCF:1500xg
max:128X48X60mm
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TG-16

Benchtop High Speed Centrifuge

Features

TG-16

SHU KE CENTRIFUGE

Technique Parameters

*Variable frequency motor; Touch screen.

*Electronic lid lock,independent motor to control.

*Automatic rotor diagnosis to prevent it from over speed.

*Flexible rotor lock method,it’s convenient and fast to change rotor.

=40 levels of changing speed;can store 1000 programs.

*Three axis gyroscope to monitor the balance of whole operation process.

*Automatic fault diagnosis and record.

*5 steps centrifugation is available.

= Can store 1000 usage records,which can be exported via USB.

*Can set password to lock the machine to prevent it from misoperation.
*Steel body and stainless steel chamber

*RCF can be set directly.

*Operation parameters can be changed under opertaion.

Rotor Data

Model TG-16

Max Speed 16500r/min

Max RCF 24760Xg

Max Capacity 6X100m! (8000rpm)
Speed Accuracy +10r/min

Timing Range 15~99H59min5%s
Noise <60dB (A)

Power Supply AC 220V 50HZ 10A
Dimension 445 x360%x315(LXWXH}mm
Weight 2%kg

Power 500w

NO:1 NO:2 NO:3

12X1.5/2.2ml 12X5ml 24X1.5/2.2ml|
Max Speed :16500r/min Max Speed :15000r/min Max Speed:16000r/min
Max RCF :19000x g Max RCF:18240x g Max RCF:24760xg
Tube Size: d11X42mm Tube Size :®14X54mm Tube Size:®11X42mm

@ &

NO:5-1 NO:52 NQO:6-1
6X50mlIRound Bottom 48X1.5/2.2ml 4X100ml
Max Speed:12000r/min Max Speed:12000r/min Max Speed:10000r/min
Max RCF:15700x g Max RCF:15700x g Max RCF:11020xg
Tube Size:®29X111mm Tube Size:®11X42mm Tube Size:®37X123mm

24X10ml 6X10ml 8X15ml

Max RCF: 11020Xg Max RCF:18950x g Max RCF:14930xg

88 & s

NO:6-4 NO7 NO:8-1 NO:8-2

6X30ml

Max Speed:10000r/min Max Speed:16000r/min Max Speed:13000r/min - Max Speed:13000r/min
Max RCF:14930 xg

Tube Size:16X86mm Tube Size:@16X86mm Tube Size:®17X121mm Tube Size:®25.5X100mm

NO:4-1 NO:4-2 NO:5-1

12X10ml 36X1.5/2.2ml 6X50ml Conical Bottom
Max Speed:13000r/min Max Speed:13000r/min Max Speed:12000r/min
Max RCF:15630xg Max RCF:15630x g Max RCF:15700xg
Tube Size:®16X86mm Tube Size:®d11X42mm Tube Size:®29X11é6mm

P @D B

NO:6-2 NO:6-2 NO:6-3
8X50miRound Bottom 8X50mlIConical Bottom  12X15ml
Max Speed:10000r/min Max Speed:10000r/min Max Speed:10000r/min
Max RCF:11020x g Max RCF:11020x g Max RCF:11020x g
Tube Size:®29X111mm Tube Size :®29X116mm Tube Size:@17X121mm

NO9 NO:10 NO:T
4*8*0.2ml PCR Tubes 6X100ml Microplate Rotor
Max Speed:13000r/min  Max Speed:8000r/min 2'2*48 holes
Max RCF:14640xg  Max RCF7720xg Max Speed:4000r/min

Tube Size:®37x123mm  Max RCF:1500xg
mox:] 28X48X60mm
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TG-15
Benchtop High Speed

Small Capacity Centrifuge

Features & Advantages

=g =
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Technique Parameter

- Variable frequency drive motor, microcomputer control
- Digital display.

- Stainless steel body and centrifuge chamber.

- Electronic lid lock & independent motor to control

- 10 levels of acceleration and deceleration,
and it can store 12 users programs.

+ RCF can be set up directly.

- The operating parameters can be modified during operation

- Unique heat dissipation system, after 20 minutes' centrifugation,
the temperature rising of chamber is less than 12°C

Rotor Technical Data

Model number TG-15

Max Speed 15000 r/min

Max RCF 21630xg

Max Capacity 24x1.5 /2.2ml

Speed Accuracy +20 r/min

Timer Range 1min~99 min59s/inching
Noise <58dB(A)

Power Supply AC 220V 50HZ 10A
Dimension 365x300x260 (LxWxH) mm
Weight 18 kg

Adaptor 24x0.2ml ; 24x0.5ml
Power 500W

NO. 1

24x1.5/2.2ml NO.2

Fixed-angle Rotor 4x8x0.2ml

Max Speed : 15000rpm Fixed-angle Rotor
Max RCF: 21630xg Max Speed : 15000rpm

Tube size:  ®11x42mm Max RCF: 19600xg
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TG-16S

e
[
Benchtop High Speed
L] L] J
Small Capacity Centrifuge -
Features & Advantages Technique Parameter
- Brushless Motor Drive Model number TG-16S
. L . Max Speed 16000 r/min
» Microcomputer control & digital display
Max RCF 17800 xg
- Steel body, stainless steel centrifuge chamber Max Capacity 10x5mI(15000rpm)
- The operating parameters can be modified during operation Speed Accuracy 120 r/min
- Timer Range 1min~99 min
- Touching key.easy to operate Noise <60dB(A)
Power Supply AC 220V 50HZ 5A
Dimension 305x250x200 (LxWxH) mm
Weight 12.5 kg
Power 200 W

Rotor Technical Data

NO. 1 NO.2
12x1.5ml/2.2ml 10x5ml
Fixed-angle Rotor Fixed-angle Rotor
Max Speed : 16000rpm Max Speed : 15000rpm
Max RCF: 17800xg Max RCF : 16380xg

Tube size :  ®11x42mm Tube size : @ 14x54mm
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TDL-6M eI RIA wbe
; 2x3x96 holes Mt Speed. 4200pm
. d Swing-out Max RCF:  3550xg
S d f TDL-6M NO.4 - Max Speed : 4000rpm it :
Benchtop Low Speed Refrigerate __ Micropss M S 40001 LT -
C en tr i fu e Max size: 128x87x60mm Hang cup
g o B 96x2-7ml
Py i
4x500m| Swing-out Rotor !?: ; Vacuum h‘land collection tube
Round Max Speed : 4200rpm LR E: ;%cl:od ) gggg;';m
i hang cuj MaxRCF: 3550xg ] : i
Features & Advantages Technique Parameter G Tubesize:  ©BOKTITmm Tubesize: @ 13x75~100mm
+ Easy operation with touch-sensitive LCD ol pumbe TOL-6M Swi i 4x2x96 holes
- The parameter setting can be directly digitally inputted 12x50mi M‘;[cl:.,g];;’;e Maxfneed: 4200mm
and accurately put in single digit. - Max Sposd ;- 4200mm Rotor MIXRCE: S0
. : ) ) . Max Speed 6000r/min | Max RCF:  3550xg Max size:  128x87x80mm
« Intelligent status prompt can display instrument status in real time. Tube size:  D29x116mm
. . i NO.5
- The machines adopts Three-axis gyroscope to monitor Max RCF 5200xg ] 4x250ml
the whole dynamic balance. g Conical M’; 5 EZ 4000rpm
§ peed :
. Lar%e storage space can store up to 1000 program groups, Max Capacity 4x750mI(4000rpm) M;: Spo::i‘ 4200mm 5‘2?.:1393:“ MaxRCF: 3400xg
1000 usage records. Adaptor MaxRCF: 35505 Rotor Tube size:  ®B0x164mm
- With time display function, including year, month, day, hour, Speed Accuracy +10r/min Tube size: @ 17x121mm
minute and second, which is convenient to trace the usage record. 4x750m
9
- Two timing methods are available:Hour/Minutes or Minutes/Seconds. Temp Accuracy +1°C 76x2-7ml : : el R —
Two timi del tional " i Vacuum blood collection tube Swing-out e R%; . 3500:;
« Two timing models are optional: count or countdown acRCF::
€ . i . Temp Range -20°C~40°C Max Speed : 4200rpm Rotor Tube size: @ 100x141mm
- 40 levels of acceleration and deceleration Max RCE : 3515:?”;95 i
Tube size: @ 13x75-100mm
and can set the model of free stop. ‘ T — 1min~89H59 minfinching
+ The speed, RCF and temp.curves are displayed on the same screen, 76x2-7ml Rotor with lid 12x100ml
and the change relatllonshlp can be seen clearly. ) Noise <56dB(A) Vacuum blood collection tube ﬁax :;::::ch 2 gggg;pm
- Password lock function:Users can set a password to lock machine Max Speed : 4200rpm i 033,191 4mm
and parameter to prevent others from changing. Power Supply AC 220V 50HZ 15A Max RCF : 355303(9 ’
w Tube size: @ 13x75-100mm
+ Speed and RCF can be automatically converted e
and displayed in one screen, Dimension 600x680x420 (LxWxH) mm 20x50ml
) . . Max Speed : 4000
+ 22 kinds of protection functions such as over-speed, over-pressure, . fﬁfgﬂglr praa— NO.6 Mz R‘::CF: 35m;;m
over-heat and so on.Prompt function with voice and text simultaneously Weight 108 kg Mome. asetas Tubesize:  ®29x116mm
« Wi i i i i Tubesize:  29.5x116mm
With electronic manual which will never be lost and is easy to use. Poivet 1.5 KW Adaptor
* PID dynamically control teamperature. . 56x15ml
. . Max Speed : 4000
Rotor Technical Data el i NN oot
Max RCF: 3550xg Tube size:  @17x121mm
Tube size:  D17x121mm
4x100ml Swing-out Rotor 48x2-7ml Swing-out Rotor 96x2-7ml
Max Speed : i Xe-{m
iz Speed 5000rpm ‘Vacuum blood collection tube 80x10ml Vacuum blood collection tube
Mex RO AG50xg i Swin; Vacuum blood collection tube
Tubesize:  ©38x114mm MaxRCF:  3100xg bttt sior Max Speed : 4000rpm
NO. 1 Tubesize; @ 13x75~100mm Max Speed : ggggmm Max RCF: 3500xg
S NO. 2 Max RCF : g Tube size: @ 13x75~100mm
4x50ml| Swmg out Rotor - i (A0
Max Speed : 5000rpm 64x2-7ml Swing-out Rotor
M:’i RCF : :f;g ﬁsmm Vacuum blood collection tube 112x2-7ml 6x250ml
Tube size : X Max Speed : 4000rpm Vacuum blood collection tube K0T Swing-out Max Speed : 4000rpm
MaxRCF ;  3100xg Max Speed : 4200rpm " Rotor Max RCF:  3580xg
32x15ml Swing-out Rotor Tubesize: @ 13x75~100mm Max RCF: 3550xg Tubesize: ®B63x111mm
Max Speed : 4000rpm Tube size: @ 13x75~100mm
Max RCF:  2980xg 4x250m| Swing-out Rotor
Tubesize: @ 17x121mm Max Speed : 5000rpm 100x1.5ml 6x50ml
- MaxRCF: 5200xg Max Speed : 4200rpm Max Speed : 6000rpm
B8x50ml Swing-out Rotor Tubesize :  ®B3x111mm Max RCF : ' 3550xg Max RCF: 5120xg
NO.2 Max Speed : 4000rpm Tube size :' ® 11xd2mm Fixed-angle Tube size:  ®29x116mm
Max RCF:  2980xg NO.3 m 8x50ml Adaptor  Tube size : ©29.5x116mm NO.8 Rotor
Tube size :  ®30x116mm 2
4x100mlAdaptor Tube size : 38x114mm 12x15ml
8x100ml Swing-out Rotor 36x10mlAdaptor  Tube size :@16.5x86~110mm Max Speed : g?ggmm
Max RCF : xg
1“;":: ilée:d : gggg;zm 40xTml Adaptor Tube size :@13x100mm Tube size: @ 17x21mm
Tube size:  ©38x114mm 20x15mlAdaptor  Tube size : @ 17x121mm
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TDL-SM TDL-5M 148x5m| RIA tube
P Max Speed : 4200
Benchtop Low Speed Refrigerated i =E
enc Op ow p ee (3] l'lgera (3 No:4 1"11;“)111““B P 19-,0“; Tubesize: @13x75~100mm
otor B °
C e ntrifu e Max size: 128x87x60mm Hang cup
g 96x2-7ml 3
4x500ml Swing-out Rotor Z:czumf]o:;t:ollectmn L
Round | ospedsi i MaxROF: 3650
3 hang cu ' Max RCF : xg e ”
Features & Advantages Technique Parameter e Tube size:  ©BOX137mm Tibesisnt  QART5:100Rh
- Easy operation with touch-sensitive LCD hol
: ; - ’ Model numbe TDL-5M §3yEGi Swing-out :l:z:ssd '04‘;1 1
+ The parameter setting can be directly digitally inputted XaUmi Microplate X e 3550rpm
and accurately put in single digit. ) Max Speed : 4200rpm Rotor Max RUF; xg
. : . . ) Max Speed 5000 r/min Max RCF:  3550xg Max size:  128x87x60mm
- Intelligent status prompt can display instrument status in real time. Tube size :  ©29x116mm
§ : : NO.5
- The machines adopts Three-axis gyroscope to monitor Max RCF 5200xg ] .
the whole dynamic balance. i ‘ $hiciBmt Conical s Spe':;_ P
« Large storage space can store up to 1000 program groups, Max Capacity 4x750ml(4000rpm) Ad Ms: Sp::d : 4200rPm swlng':gllji MaxRCF:  3400xg
1000 usage records. aptor Max RCF :  3550%g Rotor Tube size:  @B0x164mm
+ With time display function, including year, month, day, hour, Speed Accuracy +10r/min Tubesize: @ 17x121mm
minute and second, which is convenient to trace the usage record. T
o
« Two timing methods are available:Hour/Minutes or Minutes/Seconds. Temp Accuracy £1°C :\’f?c(stfnmllmo 4 collection tube Swing-out Max Speed : 4000rpm
_—_— " wing-ou :
’ : MaxRCF: 3500
Two timing models a.re optional: com?t or countdown T Mg DOC~40°C Max Speed : 4200rpm Rotor Tu;’; e 0[;‘31 o
. 40dlevels of Sfcelelgtionfa}_nd deceleration ﬁix RCF : (31’515:*795 i
. P . € SIZE | X2~ mm
an! cap set (e mode oL ITen stap. . Timer Range 1min~98H59 min/inching
- The speed, RCF and temp.curves are displayed on the same screen, 76x2-7ml Rotor with lid 12x100ml
and the change relationship can be seen clearly. Noise <56dB(A) Vacuum blood collection tube Max Speed : 4000rpm
- Password lock function:Users can set a password to lock machine Max Speed : 4200rpm e S
and parameter to prevent others from changing. Power Supply AC 220V 50HZ 15A Max RCF ;  3550xg —
i Tube size: @ 13x75-100mm
+ Speed and RCF can be automatically converted
and displayed in one screen. Dimension 600x680x420 (LxWxH) mm 20x50ml|
i . . Max Speed : 4000
+ 22 kinds of protection functions such as over-speed, over-pressure, . igﬁo:;l 4200mpm NO.6 Max R?Jel:: 3500:5;“
over-heat and so on.Prompt function with voice and text simultaneously Weight 108 kg R Tubesize:  20x116mm
* With electronic manual which will never be lost and is easy to use. Power 15 KW Tubesize:  ©29.5x116mm Adaptor
* PID dynamically control teamperature. 56x15ml
. NO.5 40x15ml Max Speed : 4000rpm
Rotor Technical Data Nt Sped 5 400 MaxRCF:  3500xg
Max RCF: 3550xg Tube size:  ®17x121mm
Tube size:  @17x121mm
4x100ml Swing-out Rotor 48x2-7ml| Swing-out Rotor 96x2-7mi
Max Speed : 5000rpm Vacuum blood collection tube XZ-/ M .
MaxRCF: 4650 xg Max Specd : 4000rpm S . s’ganlel 3 GhlleEtion G Vacuum biosd colléction'tuibe
Tubesize:  ®38x114mm Max RCF:  3100xg ket ot I DIOL. cOfec o e Max Speed : 4000rpm
NO.1 Tube size:  ©13x75~100mm RERSEEGON M Sposd ;42001 MaxRCF:  3500xg
4x50ml Swing-out Rotor NO.2 Max RCF : xg Tubesize:  ®13x75~100mm
Max Speed : 5000rpm 64x2-7m Swing-out Rotor Tubostzy (exiOomn
Max RCF: 4650 xg Vacuum blood collection tube 112,
A x2-Tml 6x250ml
Tubesize :  ®30x116mm Max Speed : 4000rpm Vacuum blood collection tube Swing-out Max Speed : 4000rpm
Max RCF :  3100xg Max Speed : 42001 No.-7 Rotor % ;3580 .
32x15ml Swing-out Rotor Tube size: @ 13x75~100mm R IPREd.: ol MaeReE: xg
Max RCF:  3550xg Tubesize:  @63x111mm
Max Speed : 4000rpm Tube size @©13x75~100mm
Max RCF:  2980xg §
Mo ATARm 4x250ml Swing-out Rotor
Max Speed : 5000rpm 100x1.5ml
Max RCF:  5200xg 5
8x50ml Swing-out Rotor mﬁ size:  @63x111mm ﬁ:; SRi::d : gggg;';m
NO.2 Max Speed : 4000rpm Tube size ] O 11x42mm
Max RCF: 2980xg NO.3 8x50ml Adaptor  Tube size : ©29,5x116mm
Tube size:  ©30x116mm
4x100mlAdaptor Tube size : ®38x114mm
8x100ml Swing-out Rotor 36x10mlAdaptor  Tube size : @16 5x86~110mm
Max Speed : 4000rpm T
MaxRCF: 2980xg 40x7ml Adaptor Tube size :@13x100mm
Tubesize:  ©38x114mm 20x15mlAdaptor Tube size :® 17x121mm




-
Sichuan Shuke Instrument Co.,Ltd @
XS LA

TDL-6

Benchtop Low Speed
Refrigerated Centrifuge

Features & Advantages

TDL-6

SHUKE CENTRIFUGE

Technique Parameter

- Easy operation with touch-sensitive LCD

- The parameter setting can be directly digitally inputted
and accurately put in single digit.

- Intelligent status prompt can display instrument status in real time.

- The machines adopts Three-axis gyroscope to monitor

the whole dynamic balance.

- Large storage space can store up to 1000 program groups,

1000 usage records.

- With time display function, including year, month, day, hour,
minute and second, which is convenient to trace the usage record.

- Two timing methods are available:Hour/Minutes or Minutes/Seconds.
- Two timing models are optional: count or countdown

- 40 levels of acceleration and deceleration
and can set the model of free stop.

- The speed, RCF and temp.curves are displayed on the same screen,
and the change relationship can be seen clearly.

- Password lock function:Users can set a password to lock machine
and parameter to prevent others from changing.

+ Speed and RCF can be automatically converted

and displayed in one screen.

- 22 kinds of protection functions such as over-speed, over-pressure,
over-heat and so on.Prompt function with voice and text simultaneously

+ With electronic manual which will never be lost and is easy to use.

* PID dynamically control teamperature.

Rotor Technical Data

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Temp Accuracy
Temp Accuracy
Timer Range
Noise

Power Supply
Dimension
Weight

Power

TDL-6

6000 rpm

5120 xg

4x250ml (4000 rpm)
+10r/min

+1°C

-20°C~40°C
1min~99H59min/inching
<60dB (A)

AC 220V 50HZ 15A
640x560x390( LxWxH)mm
80 kg

1.2 KW

NO. 1

4x100ml Swing-out Rotor
Max Speed : 5000rpm

Max RCF: 4650 xg

Tube size:  ©38x114mm

4x50ml Swing-out Rotor
Max Speed : 5000rpm
Max RCF: 4650 xg

NO.3

32x15ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF: 2980xg

Tube size :  ®17x121mm

8x50m| Swing-out Rotor
Max Speed : 4000rpm

NO. 2
Tube size:  ©30x116mm Max RCF:  2980xg
Tube size:  ®30x116mm

4x250ml Swing-out Rotor
Max Speed : 4000rpm :
Max RCF : 2980)(% 8x100ml Swing-out Rotor
Tube size:  ®63x11Tmm Max Speed : 4000rpm

ize : Max RCF: 2980xg
8x50ml Adaptor Tube size : ©29.5x116mm TibERiEEE  Gasxtidnii
4x100mlAdaptor Tube size : ©38x114mm
36x10mlAdaptor Tube size :®16.5x86~110mm Microplate Swinging Bucket Rotor
40x7ml Adaptor Tube size :®13x100mm 2x3)s(96dholt;§0

ize : NO. 4 Max Speed : rpm
20x15mlAdaptor Tube size :® 17x121mm Max RCF :  1970xg

s Max size: 128x87x60mm
48x2-7ml Swing-out Rotor axsize
Vacuum blood collection tube .
Max Speed : 4000rpm 6x50ml Fixed-angle Rotor
Max RCF: 3100xg Max Speed : 6000rpm
Tube size: @ 13x75~100mm Max RCF :  5120xg
Tube size :  @29x116mm
NO.5

64x2-7ml Swing-out Rotor
Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF:  3100xg

Tube size: @ 13x75~100mm

12x15ml Fixed-angle Rotor
Max Speed : 6000rpm

Max RCF :  5120xg

Tube size: D 17x121mm
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4X250ml Swing-out Rotor
Max Speed:5000r/min 40X15ml
I D—6 M MecRCE  s200xn Tube Size:P17X121mm
Tube Size  :®43X111mm
TD-gM
£} 8X50ml| Tube Size
Benchtop Low Speed Centrifuge 4 dagtor D59 Kt 80X10ml
8 Vaceum blood collection tube
_a 4X100m| T'ube Size - Tube Size :D15%100mm
shy ' Ada Swing
kl!ﬂ Adaptor ®38X114mm
— Bucket
Nos 36X10ml
m T'ube Size: Rotor
. Adaptor DISRECE (e . V::SI;:IZELTL collection tube
Features Technical Parameters S
40X7ml| Tube Size Tube Size:®13X%x75~100mm
*Variable frequency motor,microcomputer control Adaptor 13%100mm
* Touching keys,L.CD display x"di Noa ;z;g‘j ) 2015 Tube Size:
- r/min
*All-steel body,stainless steel chamber ax Spec SR Adaptor @17X121mm 100X1.5ml
sBlectioniclid Tock MaeRCE 9 Tube Size ®11X42mm
C i 12 191 1s of lerati Max Capacity 4X500m| (4000rpm)} Swing-out Microplate Rotor
«Can store rograms, evels of acceleration
 ProSrains; Speed Accuracy  %10r/min o 2X3X96 holes No:s
and deceleration : ) ) - Max Speed:4000r/min
Aut tic fault di . Timer Range Imin~9999min59s/inching MaxRCF  :1970xg
. > ;
HOmALSTaIEANasHos1s Noise <60dB (A) Mo 1 28XE7X60mm PRSI
i ube Size: e mm
*RCF can be set directly Power Supply AC 220V 50HZ 10A AT S amiTion Hang
H 1 iml Swing-out Rotor
*The operating parameters can be changed during Dimension 560%450%415(Lx WxH)mm Round Wi s -
operation Weight 53kg Hang | @ MaxRCF  :3400xg ; 96X2~7ml
. . 5 T L gy .
*Three axis gyroscope to monitor the balance of Power 600 W Cop Ribestee,  9S0A7m ": ;-’ Vaceum blood collection tube
: sl il f Tube Size . @13X75~1
whole operating process C e Tube Size ®1275-100mm
s 12X50mi
Rotor Technical Data Tube Size :®29X116mm .
Swing-out AX2X06 holes
max:128X87X60mm
Rotor
4X100ml Swing-out Rotor 8X100ml Swing-out Rotor pa: P 36X15ml
Max Speed :5000r/min Max Speed:4000r/min NO:S Tube Size :®17X121mm Conical Bottom
MaxRCF  :4650%g Max RCF  :2980%g Adaptin 4X?5°'d"| Swing-out Rotor
Tube Size  :®38X114mm Tube Size  :®38X1 14mm SRS “‘00_340 il 4
NO:1 e :
. Tube Size  :®0X164mm
4 | Swi R 48X2~7ml Swing-out Rotor V7EX2 '.;rlnl " " b
i X:OIT; 5;;‘5‘9“‘ aion Vaccum blood collection tube ]ac;ur: u‘:DiSXK‘) 66 tube
ax Speed:5000r/min ; Max Speed:4000r/min Tube Size : ~100mm
NO:2 P
Max RCF :4650xg MaxRCF  :3100xg 6X50ml‘ ,
Tube Size  :@30X116mm Tube Size  :®13X75-100mm Mine SpexdiE000k iy
- MaxRCF  :5120xg
. 64X2~7ml Swing-out Rotor 76X2=Tmi With L]d. Tube Size  :®29X116mm
32X15ml Swing-out Rotor Vaccum blood collection tube Vaccum blood collection tube NO:6
Max Speed :4000r/min Max Speed:4000r/min _ Tube Size :@13X75~100mm
Max RCF  :2980xg Max RCF  :3100xg o
Tube Size :@17X121mm Tube Size :@13X75~100mm 12X15ml
’ Max Speed:6000r/min
NO:2 Swing Max RCF  :5120xg
8X50ml Swing-out Rotor 20X50ml Tube Size  :@17X121mm
ket Tube Size 29.5X116mm
Max Speed :4000r/min - ube Size :D29.
Max RCF  :2980xg otor
Tube Size  :D30X116mm
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TD-5M

Benchtop Low Speed Centrifuge

Features

TD-6Mm

Hukely B

Technical Parameters

*Variable frequency motor,microcomputer control

» Touching keys,LCD display
*All-steel body,stainless steel chamber

*Electronic lid lock
«Can store 12 programs,19 levels of acceleration
and deceleration

*Automatic fault diagnosis

*RCF can be set directly
*The operating parameters can be changed during
operation

*Three axis gyroscope to monitor the balance of
whole operating process

Rotor Technical Data

Model No. TD-5M

Max Speed 5000r/min

Max RCF 5200Xg

Max Capacity 4X500m! (4000rpm)
Speed Accuracy +10r/min

Timer Range 1min~9999min59s/inching
Noise <60dB (A)

Power Supply AC 220V 50HZ 10A
Dimension 560%450%415(LxWxH)mm
Weight 53kg

Power 500 W

NO:1

4X100ml Swing-out Rotor
Max Speed :5000r/min
MaxRCF  :4650%g
Tube Size  :®38X114mm

4X50ml Swing-out Rotor
Max Speed :5000r/min
Max RCF  :4650xg
Tube Size  :®30X116mm

NO:2

32X15ml Swing-out Rotor
Max Speed :4000r/min
Max RCF  :2980xg
Tube Size  :®17X121mm

NO:2

8X100ml Swing-out Rotor
Max Speed:4000r/min
Max RCF  :2980xg
Tube Size  :®38X114mm

48X2~7ml Swing-out Rotor
Vaccum blood collection tube
Max Speed:4000r/min
Max RCF  :3100xg
Tube Size  :P13X75~100mm

64X2~7ml Swing-out Rotor
Vaccum blood collection tube
Max Speed:4000r/min
Max RCF  :3100x g
Tube Size  :®13X75~100mm

8X50ml Swing-out Rotor
Max Speed :4000r/min
Max RCF  :2980xg
Tube Size  :®30X116mm

Sichuan Shuke Instrument Co.,L @ @ AF c €

NO:3

4X250ml Swing-out Rotor

Max Speed:5000r/min

Max RCF  :5200xg

Tube Size  :®63X111mm
8X50ml| Tube Size :
Adaptor @29.5X116mm
4X100m| Tube Size :
Adaptor D38X114mm
36X10ml Tube Size:
Adaptor D16.5%86~110mm
40X7ml Tube Size:
Adaptor ©13X100mm
20X15ml Tube Size:
Adaptor DI7X12Imm

NO:4

Swing-out Microplate Rotor
2X3X96 holes
Max Speed:4000r/min

Max RCF

:1970x g

max:128X87X60mm

NO:5

4X500ml Swing-out Rotor

NO:5

40X15ml
Tube Size:@17X121mm

80X10ml
Vaccum blood collection tube
Swing Tube Size :@15X100mm
Bucket
Rofar ; i 112X2~7ml
Vaccum blood collection tube
1 Tube Size:@13Xx75~100mm
100X1.5ml
Tube Size :@11X42mm
- 148X5ml RIA tube
Tube Size:®13X75~100mm
Hang
Cup
96X2~7ml
Vaccum blood collection tube
Tube Size :@13X75~100mm
Swing-out 4X2X9Bholes
ficrapl o1 28X87X60mm
Rotor

Conical Bottom
4X250ml Swing-out Rotor

Max Speed:4000r/min
Max RCF  :3400xg
Tube Size  :DE0X164mm

Round
Max Speed :4000r/min
Hang MaxRCF  3400xg
Cup Tube Size  :DBOX137mm
12X50mi
Tube Size : ©29X116mm
36X15ml
Adaptor Tube Size :@17X121mm
76X2~Tml
Vaceum blood collection tube
Tube Size :@13X75~100mm
76X2~7ml With Lid
Vaccum blood collection tube
Tube Size :@13X75~100mm
Swing
4 20X50ml
Buskst Tube Size 29.5€116mm
Rotor




Sichuan Shuke Instrument Co.,Ltd

TD-600

Benchtop Low Speed Centrifuge ™=

Features & Advantages

Technique Parameter

- Variable frequency drive motor
- Digital Display

- All- steel body, stainless steel chamber

+ An independent motor controls the safety door lock

- 10 levels of acceleration and deceleration,
commonly used programs can be stored and used

« RCF can be set up directly

- The operating parameters can be modified during operation

Rotor Technical Data

Model number TD-600
Max Speed 6000 r/min
Max RCF 5120 xg
Max Capacity 6x50ml
Speed Accuracy 1+30r/min

Timer Range 1min~99 min59s/inching

Noise <60 dB (A)

Power Supply AC 220V 50HZ 10A
Dimension 480x390x320( LxWxH)mm
Weight 28 kg

Power 400 W

NO. 1-1

12x15ml
Fixed-angle Rotor

Max Speed : 6000rpm
Max RCF: 5120xg
Tube size :  ®17x121mm

NO. 3-1

16x15ml

Swing-out Rotor

Max Speed : 5000rpm
Max RCF : 4620xg
Tube size :  ®17x121mm

NO. 1-2
6x50ml
Fixed-angle Rotor

Max Speed : 6000rpm
Max RCF :  5120xg
Tube size :  @29x116mm

NO. 3-2

8x15ml

Swing-out Rotor

Max Speed : 5000rpm
Max RCF :  4620xg
Tube size : @ 17x121mm

NO. 2

24x7ml

Swing-out Rotor

vacuum blood collection tube
Max Speed : 5000rpm

Max RCF :  4000xg

Tube size : @ 13x75~100mm

NO. 4

4x50ml

Swing-out Rotor

Max Speed : 4000rpm
Max RCF : 2690xg
Tube size :  ®29x116mm
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TD-500

Benchtop Low Speed Centrifuge ==

Features & Advantages

Technique Parameter

- Variable frequency drive motor

- Digital Display

- All- steel body, stainless steel chamber

+ An independent motor controls the safety door lock

- 10 levels of acceleration and deceleration,
commonly used programs can be stored and used

« RCF can be set up directly

- The operating parameters can be modified during operation

Rotor Technical Data

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Timer Range
Noise

Power Supply
Dimension

Weight

Power

TD-500

5000r/min

4620xg

6x50ml

+30r/min

1min~99 min59s/inching
<60 dB (A)

AC 220V 50HZ 10A
480x390x320( LxWxH)mm

28 kg
400 W

NO. 1-1
12x15ml
Fixed-angle Rotor

Max Speed : 5000rpm
Max RCF : 3550xg
Tube size :  ®17x121mm

NO. 3-1

16x15ml

Swing-out Rotor

Max Speed : 5000rpm
Max RCF : 4620xg
Tube size :  ®17x121mm

NO. 1-2
6x50ml
Fixed-angle Rotor

Max Speed : 5000rpm
Max RCF :  3550xg
Tube size :  @29x116mm

NO. 3-2

8x15ml

Swing-out Rotor

Max Speed : 5000rpm
Max RCF :  4620xg
Tube size : @ 17x121mm

NO. 2

24x7ml

Swing-out Rotor

vacuum blood collection tube
Max Speed : 5000rpm

Max RCF :  4000xg

Tube size : @ 13x75~100mm

NO. 4

4x50ml

Swing-out Rotor

Max Speed : 4000rpm
Max RCF : 2690xg
Tube size :  ®29x116mm
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TD-SB

Benchtop Low Speed Centrifuge

Features & Advantages

Technique Parameter

- Variable frequency drive motor, microcomputer control
- Touching key, LCD display
- All- steel body,stainless steel chamber

- Electronic lid lock

- 19 levels of acceleration and deceleration,and it
can store 12 users’ programs.

- Automatic fault diagnosis
« RCF can be set up directly

- The operating parameters can be modified during operation

Rotor Technical Data

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy

Timer Range

Noise

Motor
Display
Power Supply
Dimension
Weight

Power

TD-5B

5000 r/min

4650 xg
4x250mI(4000rpm)
+10r/min

1min~9999 min59s
/inching/continuous

<60dB (A)

Variable frequency drive motor
LCD

AC 220V 50HZ 10A
550x430x350(LXWxH) mm

40 kg

500 W

4x100ml Swing-out Rotor
Max Speed : 5000rpm

Max RCF: 4650 xg
Tube size :  ®38x114mm

NO. 1
4x50ml Swing-out Rotor
Max Speed : 5000rpm

Max RCF : 4650 xg
Tube size :  @©30x116mm

32x15ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF :  2980xg

Tube size: @ 17x121mm

It can match different vacuum
blood collection tube adaptor

8x50ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF: 2980xg

Tube size:  ©30x116mm

NO. 2
8x100ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF: 2980xg

Tube size :  ®38x114mm

4x250ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF: 2980xg
Tube size:  ®63x111mm

8x50ml Adaptor Tube size :®29.5x116mm

4x100mlAdaptor Tube size :@®38x114mm

36x10mlAdaptor Tube size :P16.5x86~110mm

40x7ml Adaptor Tube size :@13x100mm

20x15mlAdaptor Tube size :P 17x121mm

NO.3

48x2-7ml Swing-out Rotor
Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF: 3100xg

Tube size:  ®13x75~100mm

64x2-7m| Swing-out Rotor
Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF :  3100xg

Tube size : @ 13x75~100mm

24x15ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF :  2980xg

Tube size: @ 17x121mm

It can match different vacuum
blood collection tube adaptor

NO. 4

Microplate Swinging Bucket Rotor
2x3x96 holes
Max Speed : 4000rpm

Max RCF: 1970xg
Max size: 128x87x60mm
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TD-S

Benchtop Low Speed Centrifuge

Features & Advantages

Technique Parameter

- Variable frequency drive motor, microcomputer control

- Touching key, LED display

- All- steel body,stainless steel chamber

- Electronic lid lock

- 19 levels of acceleration and deceleration,and it

can store 12 users’ programs.

- Automatic fault diagnosis
« RCF can be set up directly

- The operating parameters can be modified during operation

Rotor Technical Data

Model number
Max Speed
Max RCF
Max Capacity
Speed Accuracy
Timer Range
Noise

Motor

Display

Power Supply
Dimension
Weight

Power

TD-5

5000 r/min

4650 xg
4x250mI(4000rpm)
+10r/min
1TmMin~99min59s/inching

<60dB (A)
Variable frequency drive motor

LED
AC 220V 50HZ 10A
550x430x350(LxWxH) mm
40 kg

500 W

NO.1

4x100ml Swing-out Rotor
Max Speed : 5000rpm

Max RCF: 4650 xg
Tube size :  ®38x114mm

4x50ml Swing-out Rotor
Max Speed : 5000rpm

Max RCF : 4650 xg

Tube size :  ®30x118mm

NO.2

32x15ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF: 2980xg

Tube size : @ 17x121mm

It can match different vacuum
blood collection tube adaptor

8x50ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF: 2980xg

Tube size:  ®30x116mm

8x100ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF: 2980xg

Tube size :  ®38x114mm

4x250ml Swing-out Rotor

Max Speed : 4000rpm
Max RCF: 2980xg
Tube size: ®63x111mm

8x50ml Adaptor Tube size :®29.5x116mm

4x100mlAdaptor Tube size :@®38x114mm

36x10mlAdaptor Tube size :P16.5x86~110mm

40x7ml Adaptor Tube size :@13x100mm

20x15mlAdaptor Tube size :P 17x121mm

NO.3

48x2-7ml Swing-out Rotor
Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF: 3100xg

Tube size:  ®13x75~100mm

64x2-7m| Swing-out Rotor
Vacuum blood collection tube
Max Speed : 4000rpm

Max RCF :  3100xg

Tube size : @ 13x75~100mm

24x15ml Swing-out Rotor
Max Speed : 4000rpm

Max RCF :  2980xg

Tube size: @ 17x121mm

It can match different vacuum
blood collection tube adaptor

NO. 4

Microplate Swinging Bucket Rotor
2x3x96 holes
Max Speed : 4000rpm

Max RCF: 1970xg
Max size: 128x87x60mm
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TD-5Z

Benchtop Low Speed Multi-Pipe

Rack Centrifuge

Features & Advantages

==

Technique Parameter

» Variable frequency drive motor, microcomputer control
- Touching key, LCD display

- All- steel body,stainless steel chamber

- Electronic lid lock

- Automatic fault diagnosis

- 10 levels of acceleration and deceleration,
commonly used programs can be stored and used

- Automatic fault diagnosis

+ RCF can be set up directly

- The operating parameters can be modified during operation

Rotor Technical Data

Model number TD-5Z

Max Speed 5000 r/min

Max RCF 4650 xg

Max Capacity 8x100mI(4000rpm)
Speed Accuracy +10r/min

Timer Range 1min~99 min59s/inching
Noise <60dB (A)

Power Supply AC 220V 50HZ 10A
Dimension 550x430x350(LxWxH) mm
Weight 40 kg

Power 500 W

4x100ml Swing-out Rotor 8x50ml Swing-out Rotor
Max Speed : 5000rpm Max Speed : 4000rpm
Max RCF: 4650 xg Max RCF : 2980xg
Tube size : @ 38x114mm Tube size:  @30x116mm
NO. 1 NO.2
4x50ml Swing-out Rotor 8x100mI Swing-out Rotor
Max Speed : 5000rpm Max Speed : 4000rpm
Max RCF : 4650 xg Max RCF: 2980xg
Tube size : @ 30x116mm Tube size :  @38x114mm
32x15ml Swing-out Rotor 48x2-7ml Swing-out Rotor
Max Speed : 4000rpm Vacuum blood collection tube
Fl;fl:;x RCF : é!%f?(:;% — Max Speed : 4000rpm
ube size : .
It can match different vacuum Max RCF : 2980xg
blood collection tube adaptor Tube size : @ 13x75~100mm
NO. 2 -
24x15ml Swing-out Rotor P Svinad
Max Speed : 4000rpm icroplate Swinging Bucket Rotor
Max RCF: 2980xg i 2x3x96 holes
Tubesize :  ®17x121mm ' Max Speed : 4000rpm
It can match different vacuum Max RCF: 1970xg
blood collection tube adaptor Max size: 128x86x60mm
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TD-420

Benchtop Low Speed Centrifuge

Features & Advantages

Technique Parameter

- Brushless motors, microcomputer control
- Touching key, digital display

- All- steel body,stainless steel chamber

- Electronic safe lock

+ 10 levels of acceleration and deceleration,
commonly used programs can be stored and used

- Automatic fault diagnosis

- RCF can be set up directly

- Time,Speed ,RCF,etc. can be modified during operation

Rotor Technical Data

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Timer Range
Noise

Power Supply
Dimension

Weight

Power

TD-420

4200 r/min

3060 xg

4x100ml

+20r/min

1min~99 min59s/inching
<60 dB (A)

AC 220V 50HZ 10A
480x390x320( LxWxH)mm

28 kg
400 W

NO. 1

4x50ml
Fixed-angle Rotor
Max Speed : 4200rpm

Max RCF: 2820xg
Tube size :  ©30x116mm

NO.2

4x100ml
Fixed-angle Rotor
Max Speed : 4200rpm

Max RCF : 2860xg
Tube size :  @38x114mm

NO.3

16x15ml

Swing-out Rotor

Max Speed : 4200rpm
Max RCF : 3060xg
Tube size : D 17x121ndn

NO. 4

8x50ml
Swing-out Rotor
Max Speed : 4200rpm

Max RCF: 3060xg
Tube size : 30x116mm
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TD-400
Benchtop Low Speed Centrifuge

"*-—-.._T[)i
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Features & Advantages Technique Parameter

- Variable frequency drive motor, digital display Model number TD-400

- All- steel body,stainless steel chamber Max Speed 4200 r/min

o Max RCF 2680 xg

- Electronic lid lock to ensure safety Max € ) 24x10ml vacuum blood

- 9 levels of acceleration and deceleration e apasier collection tube

+ Aluminum alloy rotor Speed Accuracy +20r/min

- RCF can be set up directly Timer Range 1min~99 min

- Time,Speed ,RCF, etc. can be modified during operation Noise <60 dB (A)
Power Supply AC 220V 50HZ 5A
Dimension 375x300x260(LxWxH) mm
Weight 17 kg
Power 250 W

24x2~10ml
vacuum blood collection tube
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TD-4Z

Benchtop Low Speed Centrifuge "+

Features & Advantages

—— e

Technique Parameter

- Variable frequency drive motor, digital display
- All- steel body,stainless steel chamber

- Electronic lid lock to ensure safety

- 9 levels of acceleration and deceleration
+ Aluminum alloy rotor

- RCF can be set up directly
- Time,Speed ,RCF, etc. can be modified during operation

4x50ml 12x20ml
Fixed-angle Rotor Fixed-angle Rotor

Model number
Max Speed
Max RCF

Max Capacity

Speed Accuracy
Timer Range
Noise

Power Supply
Dimension
Weight

Power

TD-4Z
4200 r/min
2680 xg

12x20ml or 4x50ml
(Fixed-angle Rotor)

+20r/min

1min~99 min

<=55dB(A)

AC 220V 50HZ 5A
440x340x290(LxWxH)mm

23 kg
200 W
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TD-550

Low Speed Centrifuge
For Blood Bank

Features & Advantages

ueny

Technique Parameter

- Microcomputer control, digital display ,brushless drive motor
- It can store 9 users programs.

- The shortest time of acceleration <10S

- Electronic lid lock, stainless steel chamber

+ RCF can be set up directly

- The operating parameters can be modified during operation

- Automatic fault diagnosis

» Designed for blood cross matching by polybrene test

- The speed can accelerate and decelerate fast and stop steadily

- Be used for blood cross matching,

blood grouping and screening of irregular antibodies

Model number
Max Speed
Max RCF

Max Capacity
Speed Accuracy
Timer Range

The shortest time
of acceleration

Noise
Power Supply
Dimension

Weight

Power

12x15ml

TD-550
5500 r/min
4300 xg

12x15ml
+30r/min

15~99min59s/inching
<10S

<60dB(A)
AC 220V 50HZ 5A
480x390x320(LxWxH)mm

25 kg
500 W
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T D L_ 5 5 0 Low Speed Refrigerated Centrifuge menz=e

Especially for Blood Bank / Blood Collection Vehicle

TDL-550

This machine is a compact low-speed refrigerated centrifuge with suitable capacity designed for blood collection carts, mobile workstations,
blood banks, etc. The volume is smaller than the conventional refrigerated centrifuge, especially suitable for compact laboratory space,
small batch sample processing, etc.

Features Technical Parameters
« Frequency conversion motor drive, 5 inch touch screen Max Speed 5500r/min
» Automatic fault diagnosis and automatic recording Max RCF ) 4300xg
* Multi-stage and stage centrifugation can be carried out, curve display My 4X50ml (5000rpm)
] Speed Accuracy £10r/min
* 40-level speed adjustment, commonly used programs can be stored and used . .
« Allsteel bodv. stainless steel centrifuge chamb Time Range 15-99H59 min59s
-stee ' 0. y, stainless steel centrifuge chamber Ternp Range 20—40°C
» Electronic lid lock to ensure safty Noise <564 [A)
* RCF can be set directly Power Supply AC 220V 50HZ 5A
* The speed, RCF, time and other parameters can be changed during operation Power 450W
* 1000 usage records can be stored and can be exported by USB Dimension 430x500x315(Lx W x H) mm
Weight 43Kg

e 4X50m| Conical Bottom Max Speed : 5000rpm
Max RCF : 3210Xg
16X10m| Vacuum blood
collection tube
NO:2 Vacuum blood Max Speed : 4500rpm
16X2~7ml collection tube Max RCF : 3170Xg
16X10ml Virus sampling tube
NO:3 12X15ml Fixed angle rotor Max Speed : 5500rpm
It can match with adaptor of 2-10ml Max RCF : 4300Xg
vacuum blood collection tube

46
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TD—4 CGF Variable Speed Program Centrifuge

Platelet-rich fibrin multi-purpose centrifuge

This machine is jointly developed by SHUKE and many well-known domestic
dental hospitals and plastic surgery institutions, and has been tested by many
clinical institutions. It is easy to operate and reliable. It is widely used in dentistry,
plastic surgery, orthopedics and other fields.

Features

« Use variable frequency motor, energy saving, environmental protection, precise speed

* Corrosion-resistant and clean stainless steel centrifuge chamber

* Electronic door lock, automatically open after centrifugation, hydraulic gas spring supports the door cover

* 12x10ml metal rotor, super hard plastic tube sleeve, 121° sterilization

* Built-in dedicated centrifugation programs for plasma, PRP, APRF, iPRF, CGF, etc., all with one-key operation

Program Name Application
1 PRP Suitable for platelet-rich plasma
2 Serum Piasma | Suitable for conventional plasma
3 APRF Suitable for platelet-rich fibrin
4 iPRF Suitable for injection-type platelet rich
5 CGF Suitable for concentrated growth factors

Technical Parameters

Max Speed 3500r/min

Max RCF 1640 Xg
Max Capacity 12X10ml
Speed Accuracy  +20r/min

Noise <55dB(A)

Power Supply AC 220V 50HZ 2A
Dimension 430%340%330(Lx W x Hymm

Weight 17 kg

Q TD-4
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TD-4B

Celling Washing Centrifuge

TD-4p _——
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Features & Advantages

Technique Parameter

- The machine adopts Variable frequency drive motor, digital display =~ Model number

- All-steel body, stainless steel centrifugal chamber

- electronic lid locks to ensure the safety

- Electronic lid lock

- Specifically for red blood and lymphocyte washing

- Acceleration & deceleration only need 7 seconds

- HLA and SERO rotor’s centrifugal procedures
have been standardized,so it’s easy to use.

Rotor Technical Data

Max Speed
Max RCF

Max Capacity
Speed Accuracy
Timer Range
Noise

Power Supply
Dimension
Weight

Power

TD-4B

4700r/min

2000 xg

12x7ml (SERO rotor)
+20r/min

0~99min

<55dB(A)

AC 220V 50HZ 5A
375%x300x360(Lx W x H)mm
17 kg

200w

Rotor Programs | RCF(xg) | Time(s) | Function

1 500xg 60s blood grouping,observation of Hemagglutination reaction

rotor for red blood =

SERO (12x7ml) 2 1000xg 15s cross-matching,Coombs tes
3 1000xg 60s Wash blood cell,extraction of serum and plasma
1 2000xg 180s Lymphocyte segregation, Cell-culture Isolation

rotor for lymphocyte 2 1000 3 Tatelet tion.handli th thromb
X s atelet separation,handling with thrombase

HLA (12x1.5ml) 9 s P i

3 1000xg 60s Lymphocyte washing

SERO rotor

HLA rotor
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TD-4K
Blood Card/Gel Card Centrifuge

Gel Card Centrifuge is used in blood serum, blood type routine examination,
red blood cell washing, micro column gel immunoassay test.

Features & Advantages Technique Parameter
- The efficient program of blood typing and Serum test. Model number TD-4K
- Variable frequency drive motor, microcomputer control Max Speed 3840 r/min
Max RCF 1790 x
- It has electronic lid lock device, over-speed safety device, ax ) 9 )
and automatic system check, etc. Max Capacity 12 /24 micro-gel cards rotor
- Low noise,without carbon powder pollution Matar Variable frequency drive motor
- Optional with 12 and 24 micro gel rotor NG =RguEY
Power Supply AC 220V 50HZ 10A
- Professional program design,it can run directly Diisigion 375x300x360(Lx W x Hymm
without parameter settings.
Weight 23 kg
Power 100w

Program instruction

Centrifuge time | The speed| The RCF

0-2 min 900rpm 100xg
2-5 min 1500rpm 280xg
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TD-450

- TD-450
PRP/PPP Centrifuge
P
sureyy B
\
Features Technical Parameters
* Frequency conversion motor and maintenance-free Max Speed 4500r/min
+ Micro-computer control ,digital display Max RCF 3380Xg
* Electronic locks and All-steel body to ensure the safety Max Capacity 6X50ml
* RCF can be set directly :FeEdRAccuracy 10 min
ime Range in~ i
 The rotors and the accessories can be disinfected under g ]m'_n iy
high temperature and high pressure Motor Variable frequency motor
Noise <60dB (A)
Power Supply  AC 220V 50HZ 10A
Dimension 550 x 450 X 365( L x WxH)mm
Weight 40kg
Power 500 W
Rotor Data
Rotor Capacity Max Speed| Max RCF
No.1 16X10miSyringe 4000rpm 3000Xg o =
No.2 8X20ml Syringe 4000rpm 3100Xg :
No.3 4X50mIPRP kits/syringe 4000rpm 3380Xg
No.4 24X10mI a5 4000rpm 2890%g
No.5 6X50m| Syringe 4500rpm 3020Xg L i
t!&o
%
~ 0
-

24 holes vacuum blood 4 holes PRP kit
collection tubes

4x50ml syringe 8x20ml syringe 16x10mlsyringe
4000rpm 4000rpm 4000rpm 4000rpm 4000rpm
2890Xg 3380xg 3380xg 3100xg 3000xg



LL5KR For PRP,PPP,CGF,PRF

Benchtop Low Speed ElE -
Refrigerated Centrifuge

Have exclusive programs for plasma,PRP,APRF,iPRF,CGF.
Rotors and accessories can be sterilized by high temperature and high pressure.

Features Parameters
* Touch screen, setting parameters by inputing numbers direcely. Max Speed 5000 r/min
» Three axis gyroscope to monitor the balance of whole operation. Max RCF 3620 Xg

Max Capacity ~ 6X50m|
Speed Accuracy +10r/min
Temp Accuracy +1°C

» Can store 1000 programs and usage records.
* 40 levels of acceleration and deceleration. Can set free stop.

* PID controls temperature dynamically. Temp Range  -20°C ~40°C
* Various protections,such as over speed,over heat,over pressure etc. Time Range  1min~99H59 min/
« Speed, RCF and temp curves display together. Noise <60db(A)
. . Power Supply AC 220V 50HZ 15A
» Password lock function: can set password to lock the machine and  p,yer 1 2KW
parameters. Dimension  640x560x 390(L X W x H)mm
* Speed and RCF convert automatically and display together. Weight 80kg
Rotor Data
Rotor Capacity Max Speed | Max RCF P o) —
No.1 16X10ml syringe 4000rpm 3000%g k
No.2 8X20m| syringe 4000rpm 3100Xg
No.3 4X50mIPRPkit/syringe 4000rpm 3380Xg
No.4 24 X1 0ml vacuum blood collection tube 4000rpm 2890Xg
No.5 6X50ml syringe 5000rpm 3620Xg t
s
#"}*
v
~ s

24 holes ; ; i
vacuum blood collection tube 4 holes PRP kit 4*50ml syringe 8*20ml syringe 16*10ml syringe

4000rpm 4000rpm 4000rpm 4000rpm 4000rpm
2890Xg 3380xg 3380xg 3100xg 3000xg
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DD-RZ

Milk Fat Testing Centrifuge

Features & Advantages

Technique Parameter

- Microcomputer control, LCD & Digital display Model number DD-RZ
- Variable frequency drive motor, maintenance free Wi Bpecil s
' Max RCF 1920Xg
<RGH s sty simte Max Capacity 8x30ml Gerber tube
- Stainless steel chamber. Tube size ®25x215mm
- Automatic fault diagnosis, and can be Speed Accuracy +10r/min
programmed and operated. Timer Range 0~99H59min/inching
- Import famous variable frequency controller, Noise <60dB(A)
control speed accurately and be durable Power Supply AC 220V 50HZ 10A
- hot-typed model is optional. Dimension 650x650x800(L x W x H)mm
Weight 90kg
Power 11 KW
Rotor Capacity Max Speed Max RCF
No.1 Fixed angle rotor 8X30ml Gerber Tube 1400 rpm 350Xg
No.2 Swing out rotor 4X50ml Pasteurized Tube 3300 rom 1920Xg
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YX-1850R
Rock Core Centrifuge

Used for core analysis experiments under various oil reservoir conditions,
used to measure core wettability, relative permeability, capillary pressure,
. . . . =~
relative saturation, void radius and other parameters - -

Features

* Variable frequency motor,microcomputer control.

» LCD and digitally display.

« Automatically indentify rotor to prevent it from overspeed.
» Automatically lock rotor, no need to use spanner.

« 40 levels of acceleration and deceleration. Can store 12 programs. ¢ { T\,N\

« Automatic fault diagnosis . \
* Imported compressor,CFC-free refrigerant. Double circuit control o @:) ’
for refrigeration and heating, accurately control temperature. =~
* RCF car-l be set directly. . - \/L/k/

* Adopts imported famous brand variable frequency cotroller, which S

controls speed accurately and has long life.

*All-steel body to ensure safety.

Technique Parameters

Max Speed 18500 r/min
Max RCF 42000 Xg
Max Capillary Pressure 13.40 MPq
Max Capacity 4X1000m| (8000rpm)
Speed Accuracy +10r/min
Temp Accuracy +1°¢
Temp Range -20°C ~40°C
Time Range ImMin~99H59min
Noise <65dB (A)
Power Supply AC220V 50HZ 32A
Power S5KW
Dimension 850 730x 930(Lx W X H) mm

Weight 280 kg
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DD-5Y

(Floor Standing)

Crude Oil Test Centrifuge

The oil test centrifuge is designed for determination of water and sediment in crude oil (centrifugal method). Water

and sediments in crude oil are determined by centrifugal separation. It is an ideal separation equipment for water

determination in oil-drilling industry and R&D institution.The machine use Variable frequency drive motor,

microcomputer control and LCD display.It has the functions of heating and constant temperature and can meet

the experimental requirements of sample for customers.

The operating parameters can be modified during operation.

Technical Parameter

Rotors
Rotor Capacity | Max Speed | Max RCF
NO.1 Swing-out Rotor| 36x10ml 4000rpm 3400xg
NO.2 Swing-out Rotor| 4x100ml 3000rpm 2062xg
NO.3 Swing-out Rotor| 4x200m| 3000rpm 2000xg

Model number DD-5Y

Max Speed 4000 r/min

Max RCF 3400 xg

Max Capacity 4x200ml

Speed Accuracy | +10r/min

Temp Range Room temperature +10°C~70°C

Timer Range

0~99 H59s/inching

Noise <60dB(A)

Power AC 220V 50HZ 15A

Motor Variable frequency drive motor
Dimension 650x650%x850( LxWxH)mm
Weight 108 kg

Rotor Swing-out Rotor

Power 1.5 KW
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TD-5G

Automatic Decap of Vacuum
Blood Collection Tube Centrifuge

Features Parameters

* Variable frequency motor, accurately control speed. Max Speed 5000r/min

* LCD display screen.. Max RCF 5200Xg

« All-steel body, stainless steel chamber Max Capacity 4X600ml

« Electronic lid lock to ensure safty. Speed Accuracy +10r/min

* RCF can be set directly. Time Range 1mMin~9999min59s

* Centrifugation and decap are completed at one time to avoid re-mixing Noise <60dB (A)
after separation of samples

Power Supply AC 220V 50HZ 10A
Dimension 550 % 450X 365( L X W xXH)mm
Weight 45kg
Power 600 W
Rotor Data
Roton Capacity Max Speed Max RCF
No.1 Swing-out Rotor 4X250ml 5000rpm 5200Xg
No.2 Swing-out Rotor 32X7ml 4000rpm 3100Xg
No.3 Decap Rotor 56X7ml
4
No.4 Decap Rotor 80X7ml ooorem i

A

O

32 holes 56 holes 80 holes
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LD-5QG (Refrigerated)

Automatic Decap of Vacuum
Blood Collection Tube Centrifuge

o«
L
-
Features Parameters
* Variable frequency motor, accurately control speed. Max Speed 5000r/min
« LCD and Digitally screen.. Max RCF 5200Xg
« All-steel body, stainless steel chamber Max Capacity 4X800ml
« Electronic lid lock to ensure safty. Speed Accuracy +10r/min
* RCF can be set directly. Temp Accuracy *1c
3 : T R i ~
* 40 levels of acceleration and deceleration. Can store 12 programs. i 200-~40%
] ) ) ] o Time Range ImMin~99H59min/ = 5l
. Centrlfuganqn and decap are completed at one time to avoid re-mixing Noise <60dB (A)
after separation of samples
Power Supply AC 220V 50HZ 15A
« Adopts imported famous brand variable frequency controller, Dimension 650X 550 X 840( L X W H)mm
which controls speed accurately and has long life. )
. Weight 165kg
« Imported compressor, CFC-free refrigerants.
Power 1.8KW
Rotor Data
Rotor Capacity Max Speed Max RCF

No.l Swing-out Rotor 4X250m| 5000rpm 5200Xg

No.2 Decap Rotor 80X7ml 4000rpm 3400Xg

No.3 Decap Rotor 120X7ml 4000rpm 3580Xg

No.4 Decap Rotor 140X7ml 4000rpm 3580Xg

120 holes

140 holes
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DD—-5G Automatic Decap of Vacuum
Blood Collection Tube Centrifuge

|

- - -
Features Parameters
* Variable frequency motor, accurately control speed. Max Speed 5000r/min
* Touch screen. All parameters can be set by direct inputting numbers. Max RCF 5200Xg
« All-steel body, stainless steel chamber Max Capacity 4X800m!I
« Electronic lid lock to ensure safty. Speed Accuracy +10r/min
* RCF can be set directly. Time Range 1mMin~29H59min/
« 40 levels of acceleration and deceleration. Can store 12 programs. Noise <60dB (A)
* Centrifugation and decap are completed at one time to avoid re-mixing Power Supply AC 220V 50HZ 15A
after separation of samples Dimension 680620 x 840( LXWXH)mm
« Adopts imported famous brand variable frequency controller, Weight 135kg
which controls speed accurately and has long life. Power 1.2KW
Rotor Data
Rotor Capacity Max Speed Max RCF
No.1 Swing-out Rotor 4X250ml 5000rpm 5200Xg
No.2 Decap Rotor 80X7ml 4000rpm 3400Xg
No.3 Decap Rotor 120X7ml 4000rpm 3580Xg
No.4 Decap Rotor 140X7ml 4000rpm 3580Xg

120 holes

140 holes
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DD-5G Biosafety Type

Automatic Decap of Vacuum
Blood Collection Tube Centrifuge

|

- - -
Features Parameters
* Variable frequency motor, accurately control speed. Max Speed 5000r/min
* Touch screen. All parameters can be set by direct inputting numbers. Max RCF 5200Xg
» All-steel body, stainless steel chamber Max Capacity 4X800m|
« Electronic lid lock to ensure safty. Speed Accuracy +10r/min
* RCF can be set directly. Time Range 1mMin~29H59min/
« 40 levels of acceleration and deceleration. Can store 12 programs. Noise <60dB (A)

Power Supply AC 220V 50HZ 15A

680620 x 840( LXWXH)mm

*» Adopts imported famous brand variable frequency controller, Weight 135g
which controls speed accurately and has long life. Power 1.2KW

* Centrifugation and decap are completed at one time to avoid re-mixing
after separation of samples Dimension

* With a unique primary, medium and high-efficiency filtration system, it can
filter out the harmful gas generated after removing the cover in time,
effectively avoiding cross-infection of samples and reducing the risk of infection.

* With UV sterilization function, independent switch control

Rotor Data

Rotor Capacity Max Speed Max RCF
No.1 Swing-out Rotor 4X250ml 5000rpm 5200Xg
No.2 Decap Rotor 80X7ml 4000rpm 3400Xg
No.3 Decap Rotor 120X7ml 4000rpm 3580Xg
No.4 Decap Rotor 140X7ml 4000rpm 3580Xg

120 holes

140 holes
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Features

*The machine material is high-strength engineering plastics

*Brushless motor, ultra-low noise, stable operation

-Digital Display. Closed loop control, real-time speed measurement, high speed accuracy
*Adjustable speed-up time to adapt to different experiments

*With electronic brake function, stop within 3 seconds, saving experiment time

+Speed 800rpm to the highest speed is adjustable

*Time from 1s to 99min59s is adjustable

+Adopt AC100-240V wide range power input
*Three-in-one rotor (8*1.5/2ml+6*0.5ml+2*8*0.2ml), no need to replace the rotor

Technique Parameters

Model Mini-10K Mini-7K Mini-6K
Max Speed 10000rpm 7500rpm 6000rpm
Max RCF 6100Xg 3450Xg 2200Xg
Rotor Three in one angle rotor:8*1.5mI+6*0.5ml+2*8*0.2ml
Noise <57dB(A) <52dB(A) =<52dB(A)
Timing Range 15-99min59s

Power Supply AC 100-240V  50/60HZ

Dimension 200*170*130mm

Net weight 1.2kg




